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Acronyms 

 
AMSU Advanced Microwave Sounding Unit (on NOAA and MetOp) 

AMSU-A Advanced Microwave Sounding Unit - A (on NOAA and MetOp) 

AMSU-B Advanced Microwave Sounding Unit - B (on NOAA up to 17) 

ATDD Algorithms Theoretical Definition Document 

AU Anadolu University (in Turkey) 

BfG Bundesanstalt für Gewässerkunde (in Germany) 

CAF Central Application Facility (of EUMETSAT) 

CDOP Continuous Development-Operations Phase 

CESBIO Centre d'Etudes Spatiales de la BIOsphere (of CNRS, in France) 

CM-SAF SAF on Climate Monitoring 

CNMCA Centro Nazionale di Meteorologia e Climatologia Aeronautica (in Italy) 

CNR Consiglio Nazionale delle Ricerche (of Italy) 

CNRS Centre Nationale de la Recherche Scientifique (of France) 

DMSP Defense Meteorological Satellite Program 

DPC Dipartimento Protezione Civile (of Italy) 

EARS EUMETSAT Advanced Retransmission Service 

ECMWF European Centre for Medium-range Weather Forecasts 

EDC EUMETSAT Data Centre, previously known as U-MARF 

EUM Short for EUMETSAT 

EUMETCast 9¦a9¢{!¢Ωǎ Broadcast System for Environmental Data  

EUMETSAT European Organisation for the Exploitation of Meteorological Satellites 

FMI Finnish Meteorological Institute 

FTP File Transfer Protocol 

GEO Geostationary Earth Orbit 

GRAS-SAF SAF on GRAS Meteorology 

HDF Hierarchical Data Format 

HRV High Resolution Visible (one SEVIRI channel) 

H-SAF SAF on Support to Operational Hydrology and Water Management 

IDL
©

  Interactive Data Language 

IFOV Instantaneous Field Of View 

IMWM Institute of Meteorology and Water Management (in Poland) 

IPF Institut für Photogrammetrie und Fernerkundung (of TU-Wien, in Austria) 

IPWG International Precipitation Working Group 

IR Infra Red 

IRM Institut Royal Météorologique (of Belgium) (alternative of RMI) 

ISAC Lǎǘƛǘǳǘƻ Řƛ {ŎƛŜƴȊŜ ŘŜƭƭΩ!ǘƳƻǎŦŜǊŀ Ŝ ŘŜƭ /ƭƛƳŀ όƻŦ /bwΣ Lǘŀƭȅύ 

ITU Tǎǘŀƴōǳƭ Technical  University (in Turkey) 

LATMOS Laboratoire Atmosphères, Milieux, Observations Spatiales (of CNRS, in France) 

LEO Low Earth Orbit 

LSA-SAF SAF on Land Surface Analysis 

Météo France National Meteorological Service of France 

METU Middle East Technical University (in Turkey) 

MHS Microwave Humidity Sounder (on NOAA 18 and 19, and on MetOp) 

MSG Meteosat Second Generation (Meteosat 8, 9, 10, 11) 

MVIRI Meteosat Visible and Infra Red Imager (on Meteosat up to 7) 

MW Micro Wave 

NESDIS National Environmental Satellite, Data and Information Services 

NMA National Meteorological Administration (of Romania) 

NOAA National Oceanic and Atmospheric Administration (Agency and satellite) 

NWC-SAF SAF in support to Nowcasting & Very Short Range Forecasting 

NWP Numerical Weather Prediction  

NWP-SAF SAF on Numerical Weather Prediction 
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O3M-SAF SAF on Ozone and Atmospheric Chemistry Monitoring 

OMSZ Hungarian Meteorological Service 

ORR Operations Readiness Review 

OSI-SAF SAF on Ocean and Sea Ice 

PDF Probability Density Function 

PEHRPP Pilot Evaluation of High Resolution Precipitation Products 

Pixel Picture element 

PMW Passive Micro-Wave 

PP Project Plan 

PR Precipitation Radar (on TRMM) 

PUM Product User Manual 

PVR Product Validation Report 

RMI Royal Meteorological Institute (of Belgium) (alternative of IRM) 

RR Rain Rate 

RU Rapid Update 

SAF Satellite Application Facility 

SEVIRI Spinning Enhanced Visible and Infra-Red Imager (on Meteosat from 8 onwards) 

SHMÚ Slovak Hydro-Meteorological Institute 

SSM/I Special Sensor Microwave / Imager (on DMSP up to F-15) 

SSMIS Special Sensor Microwave Imager/Sounder (on DMSP starting with S-16) 

SYKE Suomen ympäristökeskus (Finnish Environment Institute) 

TBB Equivalent Blackbody Temperature (used for IR) 

TKK Teknillinen korkeakoulu (Helsinki University of Technology) 

TMI TRMM Microwave Imager (on TRMM) 

TRMM Tropical Rainfall Measuring Mission UKMO 

TSMS Turkish State Meteorological Service 

TU-Wien Technische Universität Wien (in Austria) 

U-MARF Unified Meteorological Archive and Retrieval Facility 

UniFe University of Ferrara (in Italy) 

URD User Requirements Document 

UTC Universal Coordinated Time  

VIS  Visible 

ZAMG Zentralanstalt für Meteorologie und Geodynamik (of Austria) 
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1 The EUMETSAT Satellite Application Facilities and H-SAF 

¢ƘŜ άEUMETSAT Satellite Application Facility on Support to Operational Hydrology and Water 
Management (H-SAF)έ ƛǎ ǇŀǊǘ ƻŦ ǘƘŜ ŘƛǎǘǊƛōǳǘŜŘ ŀǇǇƭƛŎŀǘƛƻƴ ƎǊƻǳƴŘ ǎŜƎƳŜƴǘ ƻŦ ǘƘŜ άEuropean 
Organisation for the Exploitation of Meteorological Satellites (EUMETSAT)έΦ  ¢ƘŜ ŀǇǇƭƛŎŀǘƛƻƴ Ǝround 
ǎŜƎƳŜƴǘ Ŏƻƴǎƛǎǘǎ ƻŦ ŀ άCentral Application Facility (CAF)έ ŀƴŘ ŀ ƴŜǘǿƻǊƪ ƻŦ ŜƛƎƘǘ άSatellite Application 
Facilities (SAFsύέ ŘŜŘƛŎŀǘŜŘ ǘƻ ŘŜǾŜƭƻǇƳŜƴǘ ŀƴŘ ƻǇŜǊŀǘƛƻƴŀƭ ŀŎǘƛǾƛǘƛŜǎ ǘƻ ǇǊƻǾƛŘŜ ǎŀǘŜƭƭƛǘŜ-derived data 
to support specific user communities.  See fig. 1. 

 
Figure 1 Conceptual scheme of the EUMETSAT application ground segment 

 

Next figure reminds the current composition of the EUMETSAT SAF network (in order of 
establishment). 
 

        
Nowcasting & Very 

Short Range Forecasting Ocean and Sea Ice Ozone & Atmospheric 
Chemistry Monitoring Climate Monitoring Numerical Weather 

Prediction 
GRAS Meteorology Land Surface Analysis Operational Hydrology 

& Water Management 
Figure 2 Current composition of the EUMETSAT SAF network (in order of establishment) 

 

Conceptual scheme of the EUMETSAT application ground segment 

The H-SAF was established by the EUMETSAT Council on 3 July 2005; its Development Phase started on 
1st September 2005 and ended on 31 August 2010. The SAF is now in its first Continuous Development 
and Operations Phase (CDOP) which started on 28 September 2010 and will end on 28 February 2012  
The list of H-SAF products is shown in Table 1: 
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Acronym Identifier Name 

PR-OBS-1 H-01 Precipitation rate at ground by MW conical scanners (with indication of phase) 

PR-OBS-2 H-02 
Precipitation rate at ground by MW cross-track scanners (with indication of 
phase) 

PR-OBS-3 H-03 Precipitation rate at ground by GEO/IR supported by LEO/MW 

PR-OBS-4 H-04 
Precipitation rate at ground by LEO/MW supported by GEO/IR (with flag for 
phase) 

PR-OBS-5 H-05 Accumulated precipitation at ground by blended MW and IR 

PR-OBS-6 H-15 Blended SEVIRI Convection area/ LEO MW Convective Precipitation 

PR-ASS-1 H-06 
Instantaneous and accumulated precipitation at ground computed by a NWP 
model 

SM-OBS-2 H-08 Small-scale surface soil moisture by radar scatterometer 

SM-OBS-3 H-16 Large-scale surface soil moisture by radar scatterometer 

SM-DAS-2 H-14 Liquid root zone soil water index by scatterometer assimilation in NWP model 

SN-OBS-1 H-10 Snow detection (snow mask) by VIS/IR radiometry 

SN-OBS-2 H-11 Snow status (dry/wet) by MW radiometry 

SN-OBS-3 H-12 Effective snow cover by VIS/IR radiometry 

SN-OBS-4 H-13 Snow water equivalent by MW radiometry 

Table 1 H-SAF Product List 

 

2 Introduction to product PR-OBS-1 

2.1 Sensing principle 

Product PR-OBS-2 is based on the instruments AMSU-A and AMSU-B or MHS flown on NOAA and 
MetOp satellites.  These cross-track scanners provide images with constant angular sampling across 
track, that implies that the IFOV elongates as the beam moves from nadir toward the edge of the scan 
(see next figure).  The elongation is such that: 

 for AMSU-A the IFOV at nadir is: 48 x 48 km2, at the edge of the 2250 km swath: 80 x 150 km2; 

 for AMSU-B and MHS the IFOV at nadir is: 16 x 16 km2; at the edge: 27 x 50 km2. 
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Since the incidence angle changes moving cross-track, the effect of polarisation also changes, thus the 
information stemming from dual polarisation would be very difficult to be used, and in effect the 
various frequencies are observed under a single polarisation, V or H.  The resolution is constant for all 
frequencies in AMSU-A (48 km at s.s.p.) and AMSU-B/MHS (16 km at s.s.p.). 

The NOAA satellites are managed by NOAA, MetOp by EUMETSAT.  Both NOAA and MetOp provide 
direct-read-out (the real-time transmitter of MetOp suffered of a failure, but now transmission of data 
over Europe has been resumed).   

For more information, please refer to the Products User Manual (specifically, volume PUM-02). 

 

2.2 Algorithm principle 

The baseline algorithm for PR-OBS-2 processing is described in ATDD-02.  Only essential elements are 
highlighted here. 

Next figure illustrates the flow chart of the AMSU-MHS processing chain.  

 

 

 

 
Figure 3 Geometry of cross-track scanning for AMSU 
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AMSU-A (~48 km) 
 

AMSU-B or MHS (~16 km) 
 

AMSU-A (~16 km) 
 

Resampling AMSU-A to 
AMSU-B/MHS grid  

Limb and surface 
correction based 

on Neural 

Network 

Cloud-Radiation 
Database from a CRM  
+ a RTM, used to train 
the Neural Network 

 

Retrieval algorithm 
based on a Neural 

Network 

PRECIPITATION 
RATE 

 
Figure 4 Flow chart of the AMSU-MHS precipitation rate processing chain 

 

The first step is to resample AMSU-A brightness temperature (TB) to AMSU-B/MHS grid using bilinear 
interpolation. Then AMSU-A and AMUS-B/MHS radiometers are corrected for limb and surface effects, 
to report the viewing geometry changing across the image, to vertical viewing.  This is obtained by 
applying procedures based on specific Neural Networks (one Net for each channel). The instantaneous 
rain field is finally retrieved by using a Neural Network on the corrected TBs. 

In the initial product release the Neural Network had been trained by selected radars of the NEXRAD 
network.  In the current release the Neural Network is trained by a Cloud-Radiation Database (CRD) 
built by applying a Radiative Transfer Model (RTM) to simulated cloud systems derived by a Cloud 
Resolving Model (CRM). 

 

2.3 Main operational characteristics 

The operational characteristics of PR-OBS-2 are discussed in PUM-02.  Here are the main highlights. 

The horizontal resolution (x) descends from the instrument Instantaneous Field of View (IFOV).  
AMSU-A and AMSU-B/MHS have constant resolution with frequency (different for AMSU-A, 48 km at 
nadir, and AMSU-B/MHS, 16 km at nadir), degrading across-scan (80 x 150 and 27 x 50 km2 
respectively, at the very edge of scan).  Lower resolution AMSU-A data are resampled over the AMSU-
B/MHS grid by means of bilinear interpolation.  As a whole, a representative value for the final product 
could be ~ 40 km.  Sampling is made at ~ 16 km intervals, the AMSU-B/MHS resolution at nadir. Thus: 

 resolution x ~ 40 km   -   sampling distance: 16 km. 

The observing cycle (t) is defined as the average time interval between two measurements over the 
same area.  In the case of LEO, the observing cycle depends on the instrument swath and the number 
of satellites carrying the addressed instrument.  For PR-OBS-2 there are one MetOp (orbit: 9:30 LST) 
and up to 5 NOAA satellites.  However, AMSU-MHS on NOAA is in a good status only for NOAA-18 and 
NOAA-19, that follow approximately the same orbit, close to 14:00 LST.  Therefore the total service is 
equivalent to that one of two satellites, around 9:30 and 14:00 LST.  In average the observing cycle 

over Europe is t ~ 6 h, with actual interval ranging from 4.5 to 7.5 hours.  Gaps are filled by product 

PR-OBS-1, that also has observing cycle t ~ 6 h, but LST around 7:00 and 18:00, with actual intervals 
ranging from 2 to 10 hours.  The conclusion is: 
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 for PR-OBS-2 as stand alone (from NOAA & MetOp satellites): cycle t = 6 h, sampling 4.57.5 h; 

 for the composite PR-OBS-1 + PR-OBS-2 system: cycle t = 3 h, sampling 24.5 h. 

The timeliness () is defined as the time between observation taking and product available at the user 
site assuming a defined dissemination mean.  The timeliness depends on the satellite transmission 
facilities, the availability of acquisition stations, the processing time required to generate the product 
and the reference dissemination means.  Direct-read-out is provided by all NOAA satellites and, after 
partial recovery from the AHRPT transmitter failure, also by MetOp-A.  After adding the processing 
time we have: 

 timeliness  ~ 0.5 h. 

The accuracy (RMS) is the convolution of several measurement features (random error, bias, 
ǎŜƴǎƛǘƛǾƛǘȅΣ ǇǊŜŎƛǎƛƻƴΣ ΧύΦ  ¢ƻ ǎƛƳǇƭƛŦȅ ƳŀǘǘŜǊǎΣ ƛǘ ƛǎ ƎŜƴŜǊŀƭƭȅ ŀƎǊŜŜŘ ǘƻ ǉǳƻǘŜ ǘƘŜ Ǌƻƻǘ-mean-square 
difference [observed - reference values].  The accuracy of a satellite-derived product descends from 
the strength of the physical principle linking the satellite observation to the natural process 
determining the parameter.  It is difficult to be estimated a-priori: it is generally evaluated a-posteriori 
by means of the validation activity. 
 

3 Validation strategy, methods and tools 

3.1 Validation team and work plan 

To evaluate the satellite precipitation product accuracy  a Validation Group has been established by 
the beginning of the Validation Phase in the H-SAF project. The Precipitation Product Validation team 
is composed of experts from the National Meteorological and Hydrological Institutes of Belgium, 
Bulgaria, Germany, Hungary, Italy, Poland, Slovakia, and Turkey (fig. 5). Hydrologists, meteorologists, 
and precipitation ground data experts, coming from these countries are involved in the product 
validation activities (Table 2). 

 H01 has been submitted to validation in all these countries except Bulgaria. Until now the Bulgarian 
data are used only for H05 validation activity according to the Project Plan. Their use in the next 
months is under consideration. 

 
Figure 5 Structure of the Precipitation products validation team 

 

Validation team for precipitation products 

Silvia Puca (Leader) Dipartimento Protezione Civile (DPC) Italy silvia.puca@protezionecivile.it 

 Emanuela Campione Dipartimento Protezione Civile (DPC) Italy 
emanuela.campione@protezionecivile.i
t 

 Gianfranco Vulpiani Dipartimento Protezione Civile (DPC) Italy gianfranco.vulpiani@protezionecivile.it 

Alexander Toniazzo Dipartimento Protezione Civile (DPC) Italy alexander.toniazzo@protezionecivile.it 

 Emmanuel Roulin Institut Royal Météorologique (IRM) Belgium Emmanuel.Roulin@oma.be 
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The Precipitation products validation programme started with a first workshop in Rome, 20-21 June 
2006, soon after the H-SAF Requirements Review (26-27 April 2006).  The first activity was to lay down 
the Validation plan, that was finalised as first draft early as 30 September 2006. After the first 
Workshop, other ones followed, at  least one per year to exchange experiences, problem solutions and 
to discuss possible improvement of the validation methodologies. Often the Precipitation Product 
Validation workshop are joined with the Hydrological validation group. 
 The results of the Product Validation Programme are reported in this Product Validation Report (PVR) 
and are published in the validation section of the H-SAF web page. A new structure and visualization of 
the validation section of H-SAF web page is in progress to take into account the user needs. This 
validation web section is continuously updated with the last validation results and studies coming from 
the Precipitation Product Validation Group (PPVG). 

In the last Validation Workshop hosted by Slovenský Hydrometeorologický Ústav in Bratislava, 20-22 
October 2010 it has been decided to introduce  several Working Groups to solve specific items of 
validation procedure and to develop software used by all members of the validation cluster.  The 
coordinators and the participants of the working groups are members of the PPVG or external experts 

 Angelo Rinollo Institut Royal Météorologique (IRM) Belgium angelo.rinollo@oma.be 

 Gergana Kozinarova 

National Institute of Meteorology and 
Hydrology Bulgarian Academy of 
Sciences (NIMH-BAS) Bulgaria gkozinarova@gmail.com  

 Georgy Koshinchanov 

National Institute of Meteorology and 
Hydrology Bulgarian Academy of 
Sciences (NIMH-BAS) Bulgaria georgy.koshinchanov@meteo.bg 

 Claudia Rachimow Bundesanstalt für Gewässerkunde (BfG) Germany rachimow@bafg.de               

 Peter Krahe Bundesanstalt für Gewässerkunde (BfG) Germany krahe@bafg.de               

 Eszter Lábó 
Hungarian Meteorological Service 
(OMSZ) Hungary labo.e@met.hu 

 Judit Kerenyi 
Hungarian Meteorological Service 
(OMSZ) Hungary kerenyi@met.hu 

 Federico Porcu' 
Ferrara University, Department of 
Physics (UniFe) Italy  porcu@fe.infn.it 

Lisa Milani 
Ferrara University, Department of 
Physics (UniFe) Italy  milani@fe.infn.it 

 Bozena Lapeta 
Institute of Meteorology and Water 
Management (IMWM) Poland  Bozena.Lapeta@imgw.pl 

 Rafal Iwanski 
Institute of Meteorology and Water 
Management (IMWM) Poland  Rafal.Iwanski@imgw.pl 

 Ján Kaƶłƪ 
Slovenský Hydrometeorologický Ústav 
(SHMÚ) Slovakia  jan.kanak@shmu.sk 

 ]ǳōƻǎƭŀǾ hƪƻƴ 
Slovenský Hydrometeorologický Ústav 
(SHMÚ) Slovakia  luboslav.okon@shmu.sk 

 Mariàn Jurasek 
Slovenský Hydrometeorologický Ústav 
(SHMÚ) Slovakia  marian.jurasek@shmu.sk 

 Ahmet Öztopal Istanbul Technical University (ITU) Turkey  oztopal@itu.edu.tr 

 Ibrahim Sonmez 
Turkish State Meteorological Service 
(TSMS) Turkey  isonmez@dmi.gov.tr 

 Aydin Gurol Erturk 
Turkish State Meteorological Service 
(TSMS) Turkey  agerturk@dmi.gov.tr 

Table 2 List of the people involved in the validation of H-SAF precipitation products 
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of the institutes involved in the validation activities. The first results obtained by the Working Groups 
are here reported. 
 

3.2 Validation objects and problems 

The products validation activity has to serve multiple purposes: 

  to provide input to the product developers for improving calibration for better quality of baseline 
products, and for guidance in the development of more advanced products; 

 to characterise the product error structure in order to enable the Hydrological validation 
programme to appropriately use the data;  

 to provide information on product error to accompany the product distribution in an open 
environment, after the initial phase of distribution limited to the so-ŎŀƭƭŜŘ άōŜǘŀ ǳǎŜǊǎέΦ 

 

Validation is obviously a hard work in the case of precipitation, both because the sensing principle 
from space is very much indirect, and because of the natural space-time variability of the precipitation 
field (sharing certain aspects with fractal fields), that places severe sampling problems.   

Lǘ ƛǎ ƪƴƻǿƴ ǘƘŀǘ ŀƴ ŀōǎƻƭǳǘŜ ΨƎǊƻǳƴŘ referenceΩ ŘƻŜǎ ƴƻǘ ŜȄƛǎǘΦ In the H-saf project the validation  is 
based on comparisons of satellite products with ground data: radar, rain gauge and radar integrated 
with rain gauge. During the Development phase some main problems have been pointed out. First of 
all the importance to characterize the error associated to the ground data used by PPVG. Secondly to 
develop software for all steps of the Validation Procedure, a software available to all the members of 
the PPVG. Three months ago the radar and rain gauge Working Group (WG) have been composed in 
order to solve these problems. The first results obtained by the working groups are reported in the 
following sections and a complete documentation is available as annex 1-7  of this document. In 
addition to the radar and rain gauge WG other WG have been composed on: integrate various sets of 
precipitation data sources ς raingauge network, radar network, NWP models outputs and 
climatological standards into common precipitation product, which can describe the areal 
instantaneous and cumulated precipitation fields (INCA -WG) and to investigate the opportunity to 
create geographical maps of error distribution for providing information on test catchments to the 
Hydrological Validation Group (GEO MAP ςWG). 
 

3.3 Validation methodology 

From the beginning of the project it was clear the importance to define a common validation 
procedure in order to make the results obtained by several institutes comparable and to better 
understand their meanings. The main steps of this methodology have been identified during the 
development phase inside the validation group, in collaboration with the product developers, and with 
the support of ground data experts. The common validation methodology is based on ground data 
(radar and rain gauge) comparisons to produce large statistic (multi-categorical and continuous), and 
case study analysis. Both components (large statistic and case study analysis) are considered  
complementary in assessing the accuracy of the implemented algorithms. Large statistics helps in 
identifying existence of  pathological behaviour, selected case studies are useful in identifying the 
roots of such behaviour, when present.  
The main steps of the validation procedure are:  

 ground data error analysis: radar and rain gauge; 

 point measurements (rain gauge) spatial interpolation; 



 

Product Validation Report - PVR-02 

(Product H02 ς PR-OBS-2) 

Doc.No: SAF/HSAF/PVR-02/1.1 

Issue/Revision Index: 1.1 

Date: 30/09/2011 

Page: 21/177 
 

 

 

 

 up-scaling of radar data versus SSMI grid; 

 temporal comparison of precipitation products (satellite and ground); 

 statistical scores (continuous and multi-categorical) evaluation; 

 case study analysis. 
 

3.4 Ground data and tools used for validation 

Both rain gauge and radar data have been used until now for H01 validation. As said in the previous 
section during the last Precipitation Product Validation Workshop held in Bratislava, 20-22 October 
2010 it has been decided to set up Working Groups to solve specific items of the validation procedure 
and to develop software used by all members of the validation cluster. A complete knowledge of the 
ground data characteristics used inside the PPVG has been the first item of the working groups; this is 
necessary to understand the validation results and to define the procedure to select the most reliable 
Řŀǘŀ ǘƻ ǊŜǇǊŜǎŜƴǘ ŀ άƎǊƻǳƴŘ referenceέΦ A complete report on the results obtained by the Working 
Group on rain gauge, radar and ground data integration are reported in the Chapter 4 with a complete 
inventory of the ground data used within the PPVG.  
 

 
Figure 6 The network of 3500 rain gauges used for H-SAF precipitation products validation 

 
The rain gauge networks of PPVG is composed of approximately 3500 stations across 6 Countries 
(Figure 6). A key characteristic of such networks is the distance between each raingauge and the 
closest one, averaged over all the instruments considered in the network and it is a measure of the 
raingauge density. Instruments number and density are summarized in Table 3.  
 

 

Country Total number of gauges * Average minimum 
distance (km)  
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Belgium 89**  11.2 

Bulgaria 37***  7 

Germany 1300 17 

Italy 1800 9.5 

Poland 330-475 13.3 

Turkey 193*** * 27 
Table 3 Number and density of raingauges within H-SAF validation Group 

 
* the number of raingauges could vary from day to day due to operational efficiency within a 
maximum range of 10-15%.  
** only in the Wallonia Region  
***  only in 3 river basins 
**** only covering the western part of Anatolia 
 

Most of the gauges used in the National networks by the PPVG Partners are of the tipping bucket type, 
and hourly cumulated (see Table 4). 
 

The rain gauge inventory (Chapter 4) proposed by rain gauge-WG (annex 2) on the instruments, the 
operational network and the approach to match gauge data with the satellite estimates in the PPVG, 
has pointed out that the rain gauge networks available in the PPVG are surely appropriated for the 
validation of cumulated products (1 hour and higher), but probably not for instantaneous estimates. 
The comparison of satellite rain rate with hourly cumulated ground measurements surely introduces 
intrinsic errors in the matching scores, that can be estimated as very large. The validation of 
instantaneous estimates should be carried on only when gauges cumulation interval is 10 to 15 
minutes (as in Poland). Values cumulated over shorter intervals (5 or even one minute, as it is done in 
Turkey) are affected by large relative errors in cases of low/moderate rain rates. Studies are 
undertaken in order to quantitatively estimate the errors introduced in the validation procedure 
comparing the instantaneous satellite precipitation estimation with the rain gauge precipitation 
cumulated on different intervals. 

Moreover the revisiting time (3,4 hours) of H01 makes impossible or not reasonable to validate the 
product for 1-24 hours cumulated interval.  
The WG has also pointed out that different approaches for the estimates matching are considered in 
the PPVG. One of the next step of the WG will be to define in collaboration with the GeoMap-WG 
(Annex 7) the spatial interpolation technique and to develop the related software to be used in side 
the PPVG.  
 

Country Minimum detectable 
rainrate (mm h-1) 

Maximum detectable 
rainrate (mm h-1) 

Heating system 
(Y/N) 

cumulation 
interval (min) 

Belgium 0.1 N/A N 60 

Bulgaria 0.1 2000 Y 120,  1440 

Germany 0.05 3000 Y 60 

Italy 0.2 300 Y/N* 60 

Poland 0.1 300 Y 10 

Turkey 0.2 288 Y 1 
Table 4 Summary of the raingauge characteristics 

 
   * only 300 out of 1800 gauges are heated 
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An inventory on radar data, networks and products used in PPVG (Chapter 4), has pointed out that 
all the institutes involved in the PPVG declared the system are kept in a relatively good status and 
all of them apply some correction factors in their processing chain of radar data. In Figure 7 there is 
the map of the 54 C-band radars available in their H-SAF PPVG. Only the radar data which pass the 

quality control of the owner Institute are used by the PPVG for validation activities. However, these  
correction factors are diverse in the countries, depending on their capacities and main sources of 
error in the radar measurements. This also means that the corresponding rainfall estimates are 
different products in nature, and the estimation of their errors cannot be homogenized for all the 
countries of the PPVG. However, each county can provide useful information of the error structure of 
its rainfall products based on its own resources. The Radar-WG (Annex 3) is now working to define 
quality index (static or dynamic) in order to select the more reliable radar fields and to associate an 
error structure to the radar data. Quality information should take into account the radar 
site/geographical areas/event type/radar products. The  study performed by the Slovakian team 
(Annex 4) and the scheme published by J. Szturcn et all 2008, on the quality index evaluation are 
under consideration by the Radar-WG.  In the future the satellite product testing will be carried out 
using only the data having a sufficient quality but the validation results showed in this document have 
been obtained using radar data which passed only data owner institute controls.   
 

 
Figure 7 The networks of 54 C-band radars available in ther H-SAF PPVG 
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The studies that have been carried out in the PPVG on comparison of radar data with rain gauge data 
have shown that RMSE error associated with radar fields depends considerably on radar minimum 
visible height above the rain gauge in mountainous terrains like Slovakia, but less importantly in flat 
terrains like Hungary. In Slovakia, the RMSE% error (see Section 3.7) of radar accumulated fields is 
between 70-90%, whereas in Hungary, it is slightly lower, between 60-80%. Dataset for May-
September 2010 have been used to derive these parameters. 

 
In PPVG it is under investigation (INCA-WG annex 5) the possibility to use ground data integrated 
software to produce precipitation field. The results obtained by INCA-WG are reported in the 
chapter 4.  
 

3.5 Spatial interpolation for rain gauges 

The partners of the Validation Group have been using a variety of different strategies to treat gauge 
data. Some are using interpolation algorithms to get spatially continuous rainfall maps, while others 
process directly the measurements of individual gauges (Table 5). The first approach seems to be more 
ŎƻƴǾŜƴƛŜƴǘΣ ŜǎǇŜŎƛŀƭƭȅ ǿƘŜƴ ǘƘŜ άƭŀǊƎŜέ LCh± ƻŦ Iлм ŀǊŜ ŎƻƴŎŜǊƴŜŘΦ  

 

Country Type of interpolation 

Belgium Barnes over 5x5 km grid 

Bulgaria Co kriging 

Germany Inverse square distance 

Italy Barnes over 5x5 km grid 

Poland No 

Turkey No 
Table 5 Data pre-processing strategies 

 
One of the next step of the Rain Gauge-WG will be to harmonize the different spatial interpolation 
techniques among partners developing a common software for the validation, collaborating with the 
GeoMap-WG (Annex 7).  
 

3.6 Techniques to make observation comparable: up-scaling technique for radar data 

From the first Validation Workshop in 2006 it has been decided that the comparison between satellite 
product and ground data has to be on satellite native grid. Generally one or two rain gauges are in a 
SSMI pixel,  but radar instruments provide many measurements within a single SSMI pixel. For this 
reason an up-scaling technique is necessary to compare radar data with the H01 precipitation 
estimations on the satellite native grid. 
 

The precipitation data in the retrieval product (H02) is based on the instruments AMSU-A and AMSU-B 
or MHS flown on NOAA and MetOp satellites.  These cross-track scanners provide images with 
constant angular sampling across track, that implies that the IFOV elongates as the beam moves from 
nadir toward the edge of the scan. The elongation is such that: 

 for AMSU-A the IFOV at nadir is: 48 x 48 km2, at the edge of the 2250 km swath: 80 x 150 km2; 

 for AMSU-B and MHS the IFOV at nadir is: 16 x 16 km2; at the edge: 27 x 50 km2. 
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H02 follows the scanning geometry and IFOV resolution of AMSU-B scan, so that each pixel along the 
scan has a precipitation value representative for an elliptical region next figure. 
 
 
 

                         
Figure 8 Geometry - Geometry of cross-track scanning for AMSU 

 
 

3.6.1 Average of hi-res ground validation data 

Radar instruments provide many measurements within a single AMSU pixel. Those measurements 
should be averaged following the AMSU-B antenna pattern. 

  

 Establish the size in km of the axis for each elliptic FOV. You will have N=90 couples of values 
(Fxn, Fyn)  

 Define a 2-dimensional Gaussian surface (matrix G(NxN)), having resolution R (pixel size) 
wҖǊŀŘŀǊ ǊŜǎƻƭǳǘƛƻƴ, and elliptical section at half high having axis (Exn, Eyn) equal to the 
correspondent FOV (i.e. Exn = Fxn and Eyn = Fyn, see figures below; note that if the Radar 
resolution is 1km, 1px=1km) 

 

 
Figure 9 Left) Gaussian filter ς Right)  section of gaussian filter 

 
 

 If the matrix NxN is too large, it can be reduced to a MxK matrix until the pixels (1,C), (C,1), 
(N,C), (C,N) are less than (C,C)/100  
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(1,1)  (é)  (1,C)  (é)  (1,N)  é    0.24    é 

             0.25     

(é)                  

             é     

(C,1)    (C,C)    (C,N)  0.23 0.25 é 25 é 0.25 0.23  

             é     

(é)                  

             0.25     

(N,1)  (é)  (N,C)  (é)  (N,N) é    0.24    é 

 

Table 6 Left) Original Gaussian matrix ς Right)Reduced matrix to dimensions M xK 

 

 Normalize the matrix G (MxK) obtaining the matrix DΩ having the sum of all elements equal to 
1: 

 

                                               M K

m 1k 1

G m k
G m k

G m k

( , )
'( , )

( , )
 

  

3.6.2 Smoothing of radar precipitation 

For each FOV and for each SCANLINE in the file H02, make the gaussian filter overlapping radar data so 
that the central pixel (C,C) corresponds to (H02lat, H02lon) and the y axis has the same direction of the 
scanline. 
 
aǳƭǘƛǇƭȅ ŜŀŎƘ ŜƭŜƳŜƴǘ ƻŦ DΩ ŦƻǊ ǘƘŜ ŎƭƻǎŜǎǘ ǊŀŘŀǊ ƳŜŀǎǳǊŜƳŜƴǘǎ όRRhigh(lat,lon)), and sum the 
products:  

 

                                                        low high

M K

m 1k 1

RR G m k RR'( , )  

 
 
  
Following this procedure it is obtained, for each FOV and SCANLINE, a value RRlow. 
RRlow(FOV,SCANLINE) which represents the matrix of validation used versus  AMSU-B estimates.  

This scheme has been suggested by the precipitation developers of CNR-ISAC and it has been adopted 
by the PPVG. 

One of the Radar-WG and Rain Gauge-WG next steps is to develop a common code for the up-scaling 
of radar data versus AMSU-B grids following this technique. The code will be an evolution and 
optimization of the code already available by Belgium (Van de Vyver, H., and E. Roulin, 2008) and Italy 
A. Rinollo. All participants of validation task will use not only the same technique but the same 
software.  
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3.7 Temporal comparison of precipitation intensity  

Taking to account  the revisiting time of  the H02 (3,4 hours ) it was decided (during the first validation 
workshop in 2006) to perform a direct comparison between the satellite and radar precipitation 
intensity maps. The revisiting time of the product does not allow to have a sensible accumulated 
precipitation map on 1-24 hours.  

In the PPVG the satellite product is compared with the closest (up-scaled) radar and rain gauge data in 
time. The satellite time is considered the time in the BUFR4 file, provided by CNMCA, when validation 
area is first reached.  

 

3.8 Large statistic: Continuous and multi-categorical   

The large statistic analysis allows to point out the existence of  pathological behaviour in the satellite 
product performance. It requires the application of the same validation technique step by step in all 
the institutes take part of the PPVG.  

The  large statistic analysis in PPVG is based on the evaluation of monthly and seasonal Continuous 
verification and Multi -Categorical statistical scores on one year of data (2010) for three precipitation 
classes (see next figure). 

It was decided to evaluate both continuous and multi-categorical statistic to give a complete view of 
the error structure associated to H02. Since the accuracy of precipitation measurements depends on 
the type of precipitation or, to simplify matters, the intensity, the verification is carried out on three 
classes indicated by hydrologists during the development phase (see next table). 

 
 

Precipitation  
Classes 

1 2 3 

< 1 mm/h 
  (light precipitation) 

1 - 10 mm/h   
(medium precipitation) 

> 10 mm/h 
(intense precipitation) 

Table 7 Classes for evaluating Precipitation Rate products 

 

The rain rate lower than 0.25 mm/h is considered no precipitation. 

 

The main steps to evaluate the statistical scores are: 

 all the institutes up-scale the national radar and rain gauge data on the satellite native grid using 
the up-scaling techniques before described; 

 all the institutes compare H02 with the radar precipitation intensity and the rain gauge cumulated 
precipitation; 

 all the institutes evaluate the monthly and seasonal continuous scores (below reported) and 
ŎƻƴǘƛƴƎŜƴŎȅ ǘŀōƭŜǎ ŦƻǊ ǘƘŜ ǇǊŜŎƛǇƛǘŀǘƛƻƴ ŎƭŀǎǎŜǎ ǇǊƻŘǳŎƛƴƎ ƴǳƳŜǊƛŎŀƭ ŦƛƭŜǎ ŎŀƭƭŜŘ Ψ/{Ω ŀƴŘ Ψa/Ω ŦƛƭŜǎΤ 

 ŀƭƭ ǘƘŜ ƛƴǎǘƛǘǳǘŜǎ ŜǾŀƭǳŀǘŜ t5C ǇǊƻŘǳŎƛƴƎ ƴǳƳŜǊƛŎŀƭ ŦƛƭŜǎ ŎŀƭƭŜŘ Ψ5L{¢Ω ŦƛƭŜǎ ŀƴŘ ǇƭƻǘǎΤ 

 the precipitation product validation leader collects all the validation files (MC, CS and DIST files), 
verifies the consistency of the results and evaluates the monthly and seasonal common statistical 
results;  
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Fig. 12 ï Main steps of the validation procedure in the PPVG. 

Statistical scores 

The statistical scores evaluated in PPVG for continuous statistics are: 

- Mean Error (ME)  
N

1k

kk )true(sat
N

1
ME      Range: - қ ǘƻ қΦ  Perfect score: 0 

 

- Mean Absolute Error (MAE)  
N

1k

kk |truesat|
N

1
MAE     Range: л ǘƻ қΦ  Perfect score: 0 

 

 
- Standard Deviation (SD) 

N

1k

2

kk MEtruesat
N

1
SD     Range: л ǘƻ қΦ  Perfect score: 0 

-     Multiplicative Bias (MBias) 

  

 comparison national radar and rain gauge data with  precipitation products on satellite native grid  

ITALY 

-DPC 
 

Å evaluation of the monthly continuous scores and contingency tables for the precipitation classes 
producing numerical files called óCSô and óMCô files 

Å evaluation of PDF producing numerical files called óDISTô files and plots 

The PP validation leader collects all the validation files (MC, CS and DIST files), verifies the 
consistency of the results and evaluates the monthly common statistical results 

 

Å numerical files called óCSô and óMCô files 

Å numerical files called óDISTô files and plots 

ITALY 

-Uni. Fe 
POLAND 
-IMWM 

HUNGAR
Y 
-HMS 

BELGIUM 

-RMI 

GERMAN
Y 
-BFG 

TURKEY 

-ITU, TSMS 

SLOVAKI
A 
SHMU 

BULGARIA 

NIMH-BAS 

Figure 10 Main steps of the validation procedure in the PPVG 
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N

K

N

K

true

sat

1

1

N

1

N

1

MB       Range: - қ ǘƻ қΦ  Perfect score: 1 

 

 
- Correlation Coefficient (CC) 

      

N

1k

N

1

2

k

2

k

N

1k

kk

truetruesatsat

truetruesatsat

CC  with 
N

1k

ksat
N

1
sat  and 

N

1k

ktrue
N

1
true ; 

        Range: -1 to 1.  Perfect score: 1 

 
 
- Root Mean Square Error (RMSE) 

N

1k

2

kk truesat
N

1
RMSE      Range: л ǘƻ қΦ  Perfect score: 0 

 
 

- Root Mean Square Error percent (RMSE %), used for precipitation since error grows with rate. 
N

1k

2

k
2

kk

true

truesat

N

1
%RMSE *100                             Range: л ǘƻ қΦ  Perfect score: 0 

 

The statistical scores evaluated in PPVG for multi categorical statistic are derived by the following 
contingency table: 

 
                  Contingency Table 

   ground  

  yes no total 

 yes hits false alarms forecast yes 

satellite no misses correct negatives forecast no 

 total observed yes observed no total 

 
where: 
- hit: event observed from the satellite, and also observed from the ground  
- miss: event not observed from the satellite, but observed from the ground 
- false alarm: event observed from the satellite, but not observed from the ground 
- correct negative: event not observed from the satellite, and also not observed from the ground. 

The scores evaluated from the contingency table are:  
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- Probability Of Detection (POD) 

yesobserved

hits

misseshits

hits
POD     Range: 0 to 1.  Perfect score: 1 

 
- False Alarm Rate (FAR) 

yesforecast

alarmsfalse

alarmsfalsehits

alarmsfalse
FAR     Range: 0 to 1.  Perfect score: 0 

 

 

 
- Critical Success Index (CSI) 

alarmfalsemisseshits

hits
CSI          Range: 0 to 1.  Perfect score: 1 

 
- Equitable Threat Score (ETS) 

random

random

hitsalarmfalsemisseshits

hitshits
ETS         with 

total

yesforecastyesobserved
hitsrandom

 

ETS ranges from -1/3 to 1.  0 indicates no skill.   Perfect score: 1. 

-     Frequency BIas (FBI) 

yesobserved

yesforecast

misseshits

alarmsfalsehits
FBI     Range: л ǘƻ қΦ  Perfect score: 1 

 
- Probability Of False Detection (POFD) 

noobserved

alarmsfalse

alarmsfalsenegativescorrect

alarmsfalse
POFD       Range: 0 to 1.  Perfect score: 0 

 
- Fraction correct Accuracy (ACC) 

total

negativescorrecthits
ACC      Range: 0 to 1.  Perfect score: 1 

 
- Heidke skill score (HSS) 

random

random

correct)pected(exN

correct)pected(exnegatives)correct(hits
HSS               with  

no)edno)(observ(forecastyes)astyes)(forec(observed
N

1
correct)pected(ex random

 

Range: -қ to 1.  0 indicates no skill.   Perfect score: 1. 
 

- Dry-to-Wet Ratio (DWR). 

yesobserved

no observed

misseshits

negative correctalarm false
DWR   Range: л ǘƻ қΦ Perfect score: n/a. 
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3.9 Case study analysis 

Each Institute, in addition to the large statistic verification produces a case study analysis based on the 
knowledge and experience of the Institute itself.  Each institute, following a standard format here 
reported decides whether to use ancillary data such as lightning data, SEVIRI images, the output of 
numerical weather prediction and nowcasting products.  

The main sections of the standard format are: 

 description of the meteorological event; 

 comparison of ground data and satellite products; 

 visualization of ancillary data; 

 discussion of the satellite product performances; 

 indications to Developers; 

 indication on the ground data (if requested) availability into the H-SAF project. 

More details on case study analysis will be reported in the Chapter 5.    

                   

3.10  Next steps 

On the base of the development phase it is possible to say that the ground data error characterization 
is necessary and that a validation of a common protocol is not enough. Only the use of the same 
software can guarantee that the results obtained by several institutes are obtained in the same way. 
To improve the validation methodology and to develop software used by all members of the validation 
cluster several working groups have been composed during the last Validation Workshop held in 
Bratislava, 20-22 October 2010 (Annex 1 -7). 

 
On the base of published papers and the characteristics of the ground data available inside the PPVG 
the main next steps are foreseen in order to improve the validation methodology: 

 quantitative estimation of the errors introduced in the validation procedure comparing the 
instantaneous satellite precipitation estimation with the rain gauge precipitation cumulated on 
different intervals; 

 definition of a rain gauge and radar data quality check; 

 application of the data quality check to all radar and rain gauge data used in the PPVG;  

 definition of the optimal and minimal spatial density of rain gauge stations to be representative 
of the ground precipitation in the view of satellite product comparison; 

 development of the three software for raingauges, radar and INCA products up-scaling vs 
AMSU-B grids;  

 definition and code implementation of the technique for the temporal  matching of satellite 
rain rate with rain gauge and radar data; 

 selection of the appropriate methodology for spatial distribution of precipitation products 
errors taking into consideration spatial and temporal characteristics of each product for 
selected areas as test catchments. 

 
All these activities will be developed and coordinated inside the Working Groups (Annex 1 -7). 
 
 
 



 

Product Validation Report - PVR-02 

(Product H02 ς PR-OBS-2) 

Doc.No: SAF/HSAF/PVR-02/1.1 

Issue/Revision Index: 1.1 

Date: 30/09/2011 

Page: 32/177 
 

 

 

 

4 Ground data used for validation activities 

4.1 Introduction 

In the following sections the precipitation ground data networks used in the PPVG are described: radar  
and rain gauge data of eight countries: Belgium, Bulgaria, Germany, Hungary, Italy, Poland, Slovakia, 
and Turkey. H02, has been submitted to validation in all these countries except Bulgaria. Until now the 
Bulgarian data are used only for H05 validation activity according to the Project Plan. Their use in the 
next months is under consideration. 

It is well know that radar and rain gauge rainfall estimation is influenced by several error sources that 
should be carefully handled and characterized before using these data as reference for ground 
validation of any satellite-based precipitation products. In the last months working groups (Annex 1, 2, 
3, 4, 5 and 7) have been composed in order to provide complete information on the ground data 
characteristics and to evaluate the associated errors.   

In this chapter a complete analysis of the ground data available in the PPVG is reported by the rain 
gauge and radar data in PPVG summaries (Section 4.2 and 4.3), the Rain gauge and radar data 
integrated products in PPVG first report (Section 4.4) and a country by country ground data description 
(Section 4.5- 4.13). The chapter has the object to provide ground data information and to highlight 
their error sources.  
 

4.2 Rain Gauge in PPVG 

In this section the complete inventory of the raingauges used in the PPVG with some considerations 
are reported as first results of the Rain gauge- WG (Annex 2).  

4.2.1 The networks 

The validation work carried on with raingauges uses about 3500 instruments across the 6 Countries: 
Belgium, Bulgaria, Germany, Italy, Poland, and Turkey, as usual, irregularly distributed over  ground. A 
key characteristic of such networks is the distance between each raingauge and the closest one, 
averaged over all the instruments considered in the network and it is a measure of the raingauge 
density. Instruments number and density are summarized in Table 8. 
The gauges density ranges between 7 (for Bulgaria, where only 3 river basins are considered) to 27 km 
(for Turkey). These numbers should be compared with the decorrelation distance for precipitation 
patterns at mid-latitude.  Usually the decorrelation distance is defined as the minimum distance 
between two measures to get the correlation coefficient (Pearson Coefficient) reduced to e-1. A recent 
study on the H-SAF hourly data for Italy, shows this decorrelation distance varies from about 10 km in 
warm months (where small scale convection dominates) to 50 km in cold months, when stratified and 
long lasting precipitation mostly occur. In Figure 12 value of the linear correlation coefficient is 
computed between each raingauge pair in the Italian hourly 2009 dataset, as function of the distance 
between the two gauges. 
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Figure 11 Rain gauge networks in PPVG 

 

 
Figure 12 Correlation coefficient between raingauge pairs as function of the distances between the gauges. Colours 

refer to the months of the year 2009 

 
Assuming these values significant for the other Countries involved in this study, we can conclude that 
the gauge network in PPVG is capable to resolve the spatial structure of rain patterns only for stratified 
systems but it is inadequate for small scale convective events.  
 

Country Total number 
of gauges * 

Average minimum 
distance (km)  

Belgium 89**  11.2 

Bulgaria 37***  7 

Germany 1300 17 

Italy 1800 9.5 

Poland 330-475 13.3 
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Turkey 193****  27 
Table 8 Number and density of raingauges within H-SAF validation Group 

 
* the number of raingauges could vary from day to day due to operational efficiency within a 
maximum range of 10-15%.  
** only in the Wallonia Region  
*** only in 3 river basins 
**** only covering the western part of Anatolia 
 

4.2.2 The instruments 

Most of the gauges used in the National networks by the PPVG Partners are of the tipping bucket type, 
which is the most common device used worldwide to have continuous, point-like rainrate 
measurement. Nevertheless, several source of uncertainty in the measurements are well known but 
difficult to mitigate. First, very light rainrates (1 mm h-1 and less) can be incorrectly estimated due to 
the long time it takes the rain to fill the bucket (Tokay et al., 2003). On the other side, high rainrates 
(above 50 mm h-1) are usually underestimated due to the loss of water during the tips of the buckets 
(Duchon and Biddle, 2010). Drifting wind can also greatly reduce the size of the effective catching area, 
if rain does not fall vertically, resulting in a rainrate underestimation quantitatively assessed in about 
15% for an average event (Duchon and Essenberg, 2001).   
Further errors occur in case of solid precipitation (snow or hail), when frozen particles are collected by 
the funnel but not measured by the buckets, resulting in a temporal shift of the measurements since 
the melting (and the measure) can take place several hours (or days, depending on the environmental 
conditions) after the precipitation event (Leitinger et al, 2010, Sugiura et al, 2003). This error can be 
mitigated by an heating system that melts the particles as soon as are collected by the funnel. All these 
errors can be mitigated and reduced, but in general not eliminated, by a careful maintenance of the 
instrument. 
A number of a posteriori correction strategies have been developed in order to correct precipitation 
data measured by raingauges, but mainly apply at longer accumulation intervals, daily to monthly 
(Wagner, 2009) 
 

Country Minimum detectable 
rainrate 

Maximum detectable 
rainrate (mm h-1) 

Heating system 
(Y/N) 

cumulation 
interval (min) 

Belgium 0.1 mm N/A**  N 60 

Bulgaria 0.1 mm 2000 Y 120,  1440 

Germany 0.05  mm h-1 3000 Y 60 

Italy 0.2 mm N/A**  Y/N* 60 

Poland 0.1 mm N/A**  Y 10 

Turkey 0.2 mm 720 Y 1 
Table 9 Summary of the raingauge characteristics 

   * only 300 out of 1800 gauges are heated 
** information not available at the moment: a value about 300 mmh-1 can be assumed for tipping 
bucket raingauges. 
 
Most of these shortcomings could be avoided by using instruments based on different principle or 
mechanisms. The German network, and a part of the Bulgarian network, as an example, are equipped 
by precipitation weighting gauges, that allow continuous precipitation (both solid and liquid) 
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measurements with higher accuracy. Other option could be the use of disdrometers, which give more 
information about the precipitation structure and a more accurate rainrate measure. 
In previous table relevant characteristics of the raingauges used in the different countries are 
reported. 
 

4.2.3 Data processing 

The partners of the Validation Group have been using a variety of different strategies to treat gauge 
data and to compare them with satellite estimates. Some are using interpolation algorithms to get 
spatially continuous rainfall maps, while others process directly the measurements of individual 
gauges. All the data in the network (except for cold months in Poland) are quality controlled: there is 
no information about the techniques used, but usually quality control rejects data larger than a given 
threshold and in case of too high rainrate difference (exceeding given thresholds) among neighbouring 
gauges and between subsequent measures of the same instrument. Table 10 summarizes the data pre-
processing performed in different Countries, while Table 11 reports the different matching approaches 
for H01-H02  respectively. 
As for the temporal matching, the used approaches are rather homogeneous within the Groups: 
instantaneous measurements are matched with next ground cumulated values over the different 
available intervals, ranging from 1 minute (Turkey) to 1 hour (Italy, Germany). Cumulated estimates, 
obviously, are compared to ground measured rain amounts over the same cumulation intervals. 
As for spatial matching, different approaches are considered, also taking into account the different 
spatial structure of the satellite IFOVs. Two basic ideas are pursued: pixel-by-pixel matching or ground 
measure averaging inside satellite IFOV.  The second approach seems to be more convenient, 
ŜǎǇŜŎƛŀƭƭȅ ǿƘŜƴ ǘƘŜ άƭŀǊƎŜέ LCh± ƻŦ Iлм ŀƴŘ Iлн ŀǊŜ ŎƻƴŎŜǊƴŜŘΦ tǊƻōŀōƭȅ ƛǘ ƛǎ ƳŀƴŘŀǘƻǊȅ ŦƻǊ Iлн ŀƭǎƻ 
take into account that the size of the IFOV changes across the track and could become very large. The 
first approach, e.g. nearest neighbour, can be more effective for H03 and H05 products.   
  

Country Type of interpolation Quality control (Y/N) 

Belgium Barnes over 5x5 km grid Y 

Bulgaria Co kriging Y 

Germany Inverse square distance  Y 

Italy Barnes over 5x5 km grid N 

Poland No Y (except cold months) 

Turkey No Y 
Table 10 Data pre-processing strategies 

 

 H01 H02 

Country Spatial matching Temporal matching Spatial matching Temporal matching 

Belgium* N/A N/A N/A N/A 

Bulgaria* N/A N/A N/A N/A 

Germany matching gauges are 
searched on a radius 
of 2.5 km from the 
IFOV centre  

each overpass is 
compared to the 
next hourly rain 
amount 

matching gauges are 
searched on a radius 
of 2.5 km from the 
IFOV centre 

each overpass is 
compared to the 
next hourly rain 
amount 

Italy mean gauges value 
over 15x15 km area 
centred on satellite 

each overpass is 
compared to the 
next hourly rain 

Gaussian-weighted 
mean gauges value  
centred on satellite 

each overpass is 
compared to the 
next hourly rain 
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IFOV   amount IFOV   amount 

Poland mean gauges value 
over the IFOV area 
(rectangular)  

each overpass is 
compared to the 
next 10-minutes rain 
amount 

mean gauges value 
over the IFOV area 
(rectangular)  

each overpass is 
compared to the 
next 10-minutes rain 
amount 

Turkey weighted mean of 

the gauge values 

estimated at the   

3kmX3km grid 
structure within 
satellite IFOV by 
using semi 
variogram 

each overpass is 

compared to 5 

minute averaged   

rain" for Temporal 
matching 

weighted mean of 

the gauge values 

estimated at the   

3kmX3km grid 
structure within 
satellite IFOV by 
using semi 
variogram 

each overpass is 

compared to 5 

minute averaged   

rain" for Temporal 
matching 

Table 11 Matching strategies for comparison with H01 and H02 

*Belgium and Bulgaria use raingauges only for cumulated precipitation validation.  
 

4.2.4 Some conclusions 

After this inventory some conclusion can be drawn. 
First, it seems the raingauge networks used in this validation activities are surely appropriated for the 
validation of cumulated products (1 hour and higher), while for instantaneous estimates the use of 
hourly cumulated ground measurements surely introduces intrinsic errors in the matching scores, that 
can be estimated as very large. The validation of instantaneous estimates should be carried on only 
when gauges cumulation interval is 10 to 15 minutes (as in Poland). Values cumulated over shorter 
intervals (5 or even one minute, as it is done in Turkey) are affected by large relative errors in cases of 
low/moderate rainrates. 
Different approaches for the estimates matching are considered, and probably could be a good idea to 
harmonize them among partners. The ground data up-scaling procedure indicated in Section 3.5 has 
been already developed by E. Roulin (Van de Vyver, H., and E. Roulin, 2008) and A. Rinollo. An 
optimization of this code to be used by all the partners of the PPVG represent one of the next step. 
 
Anyway, different approaches over different Countries are leading to very similar values in the 
considered skill scores, indicating probably two things: 1) none of the considered approaches can be 
considered as inadequate and (more important) 2) the differences between ground fields and satellite 
estimates are so large that different views in the data processing do not results in different numbers. 
 

4.3 Radar data in PPVG 

In this section the complete inventory of the radar data used in the PPVG with some considerations are 
reported as first results of the Radar- WG (Annex 3).  
 

4.3.1 The networks 

In the HSAF project, satellite-based precipitation estimations are compared regularly with the radar-
derived precipitation fields. However, radar rainfall products are influenced by several error sources 
that should be carefully analyzed and possibly characterized before using it as a reference for 
validation purposes.  
However, we have to emphasize that the radar data used for validation purposes is not developed by 
the validation groups themselves. They are developed within specialized radar working teams in many 
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of the countries. It is not the aim of the PPVG to improve the radar data used; however, it is specifically 
expected from the current activities to characterize radar data and error sources of the ground data 
coming from the radar networks of the PPVG. 
 
Main error sources of radar rainfall estimations are listed in the Radar Working Group description 
document (Annex 3): 

1. system calibration, 
2. contamination by non-ƳŜǘŜƻǊƻƭƻƎƛŎŀƭ ŜŎƘƻŜǎΣ ƛΦŜΦ ƎǊƻǳƴŘ ŎƭǳǘǘŜǊΣ ǎŜŀ ŎƭǳǘǘŜǊΣ άŎƭŜŀǊ ŀƛǊέ ŜŎƘƻŜǎ 

(birds, insects), W-LAN interferences, 
3. partial or total beam shielding, 
4. rain path attenuation, 
5. wet radome attenuation, 
6. range dependent errors (beam broadening, interception of melting snow), 
7. ŎƻƴǘŀƳƛƴŀǘƛƻƴ ōȅ ŘǊȅ ƻǊ ƳŜƭǘƛƴƎ Ƙŀƛƭ όάƘƻǘ ǎǇƻǘǎέύΣ 
8. variability of the Raindrop Size Distribution (RSD) and its impact on the adopted inversion 

techniques 

 Moreover, several studies have been on radar quality assessments like S´ alek M, Cheze J-L, 
Handwerker J, Delobbe L, Uijlenhoet R. 2004.: Radar techniques for identifying precipitation type and 
estimating quantity of precipitation. COST Action 717, Working Group 1 ς A review. Luxembourg, 
Germany; or Holleman, I., D., Michelson, G. Galli, U. Germann and M. Peura, Quality information for 
radars and radar data, Technical rapport: 2005, EUMETNET OPERA, OPERA_2005_19, 77p. 
 

 
Figure 13 Radar networks in PPVG 

 
The first step was to collect characteristics (polarization, beam width, maximum range, range, 
resolution, scan frequency, geographical coordinates, scan strategy ώŜƭŜǾŀǘƛƻƴǎϐΧύ ƻŦ ǘƘŜ ǊŀŘŀǊ 
networks which composes the PPVG adopted processing chain; and the generated products (including 
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the quality map, if any). The results of the overview of different radar capacities and instruments in 
each of the participating countries are here reported.  
 

4.3.2 The instruments 

In the PPVG group, there are 54 C-band radars used, or in the plan to be used. Their distribution in the 
countries is: 
ü Belgium (1 radar) 
ü Germany (16 radars ς not BfG products) 
ü Hungary (3 radars) 
ü Italy (18 radars) 
ü Slovakia (2 radars) 
ü Poland (8 radars) 
ü Turkey (6 radars) 

These radars cover wide range of geographical area: from the longitude 5.50562 in Wideumont, 
Belgium to the most Eastern area with longitude 32°58'15" in Ankara, Turkey; and from the Northern 
latitude of  рпϲноΩлоΣмтΩΩ in DŘŀƵǎƪ, Poland to the latitude of 36°53'24" in Mugla, Turkey and lat 
37,462 in Catania, Italy. The Radars are built at different elevations above the sea level. In 
mountainous countries, they are placed at elevations more than 1000m above sea level; whereas in 
flat countries like Hungary or Belgium, their height position is not exceeding 400m. This information 
collected will be useful in the future steps of the Working Group to assess the partial or total beam 
shielding by mountains in the propagation way of the radar signals. 
 
All radars are C-band radars, working at frequency in C-band, at 5.6 GHz. All radars are equipped by 
Doppler capacity which means that ground clutters can be removed from the radar data 
measurements effectively; however, not all of them have dual polarization which would be important 
to correct rain path attenuation. 
 
The scan strategy for each of the radars used has been investigated. In this matter, all countries have 
shared their information on the number of elevations, minimum and maximum elevations, scan 
frequency, maximum nominal range distance, and range resolution. 

 
Figure 14 Radar scan procedure 

  
In the PPVG the scan frequency ranges from 5 minutes in Belgium, Germany and Slovakia to 10 
minutes in Turkey and Poland, and 15 minutes in Hungary; and varying frequency for Italian radars.  
The number of elevation stays between 4 and 15, in average around 10.  
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The range distance used is 240 km in general. But in some places in Italy, and for the Turkish radars, 
the maximum range distance used is 120 km, or even less, e.g. 80 km.  
Range resolution is 250 m in Belgium, 250, 340, 225, and sometimes 500 m for the Italian radars, 500 
m for one of the Hungarian radars, and 250m for the other two, Polish radars can work with 125 m and 
250 m resolution, and in Turkey it is 250 m for all the radars.  
The scan strategies within the PPVG countries are well-balanced and similar to each other; though they 
vary from one radar to the other, even within countries. 
 
All radars are regularly maintained and calibrated, which is a good indicator of the continuous 
supervision of quality of radar data, and the important element to sustain radar data quality.  
 

4.3.3 Data processing 

The Tab. 08 is provided to summarize the available products generated from radar measurements, and 
the processing chain used to generate them. Finally, the list of the radar products used for the 
validation work is included in the last row. 
Radar rainfall products are obtained after processing the measured radar reflectivity at different 
elevations of the radar scan strategy. After each elevation, the PPI (Plan Position Indicator) products 
and the CAPPI (Constant Altitude PPI) products are calculated. PPI is the measurement of the radar 
antenna rotating 360 degrees around the radar site at a fixed elevation angle. CAPPI products are 
derived from this, by taking into account the radar displays which give a horizontal cross-section of 
data at constant altitude. The CAPPI is composed of data from several different angles that have 
measured reflectivity at the requested height of CAPPI product.  
The PPVG group uses mostly CAPPI products for calculation of rainfall intensities; except for Hungary, 
which uses the CMAX data (maximum radar reflectivity in each pixel column among all of the radar 
elevations) for deriving rainfall intensities. However, the rest of the countries have also chosen 
different elevation angles for the CAPPI product which provides the basis for rain rate estimations. 
Additionally, we have to say that the countries apply different techniques of composition of radar data 
that were not specified in this questionnaire. The composition technique is important in areas which 
are covered by more than one radar measurements. Also, the projection applied is varying from one 
country to the other. 
To sum up, the radar products used are not harmonized, different techniques are applied. However, 
each of them is capable to grasp rainfall and to estimate rainfall intensity.  
 
As for the accumulated products, we see that Belgium uses 24-hourly accumulations, with rain gauge 
correction, Italy uses 3, 6, 12, 24h accumulations without gauge-correction; in Hungary 3, 6, 12, 24h 
data is used, but only the 12h and 24 hourly accumulations are corrected by rain gauges, in Poland and 
Slovakia no rain gauge correction is applied. Poland has only 6, and 24 hourly data. Turkey has 
3,6,12,24h data, and applies rain gauge correction for 1 hourly data. It is important to note that 
techniques used for accumulation are numerous, even within the same country the can differ from 
one accumulation period to another. E.g. in Hungary, the 3,6h accumulations are derived from 
summing up the interpolation of the 15minute-frequent measurements into 1 minute-intervals; 
whereas the 12, and 24 h accumulations are summed up from 15 minute measurements, but corrected 
with rain gauge data.  
All above implies that more probably the quality and error of rainfall and rain rate accumulations is 
differing from one country to another; and cannot be homogeneously characterized. 
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4.3.4 Some conclusions 

Maintenance 
All the contributors declared the system are kept in a relatively good status. 
 
Correction factors for error elimination: 
These correction factors are diverse in the countries, not homogeneous distribution of correction 
methods: 
ü  all contributors compensate for non-meteorological echoes (Clutter) 
ü  RLAN interferences implemented in Hungary, Slovakia- in development.  
ü Poland and Slovakia correct attenuation. In other countries, it is not accounted for.  
ü Some of the countries are testing new procedures for dealing with VPR (Italy) and Partial Beam 

Blockage, PBB effects. VPR (Vertical Profile of Reflectivity) used in Turkey.  
 
This means that the corresponding rainfall estimates are diverse, and the estimation of their errors 
cannot be homogenized.  
However, each county can provide useful information of the error structure of its rainfall products 
based on its own resources: e.g. if they have already defined Quality Indicators, or estimations of 
errors based on studies of comparison of radar and rain gauge data in the country itself. The  study 
performed by the Slovakian team (Annex 4) and the scheme published by J. Szturc, on the quality index 
evaluation are under consideration by the Radar-WG. 
 
In the future, possible separation of reliable and quasi-reliable radar fields would be possible. 
Separation would be based on radar site/geographical areas/event type/radar products. Selected cases 
will be suitable enough to be used as a reference for the H-SAF products validation. A study on 
evaluation of radar measurements quality indicator with regards to terrain visibility has been 
conducted by the Slovakian team (see Annex 4). 
 
Satellite product testing will be carried out in areas with higher reliability. Statistical results will be 
evaluated and compared to previous data. As such, the accuracy of statistical results of PPVG with 
radar data as ground reference will be able to be established. 
 

 BELGIUM ITALY HUNGARY 

List of 
Available 
Products 

Rain rate 240 Km;  
rain rate 120 Km; velocity 
(120 Km);  
MAX (240 Km); 
 VVP2 Windprofiles;  
Hail Probability;  
Hail Probability 24h 
Overview;  
1, 3, 24 Hr Rainrate 
accumulation;  

 CMAX,  
PPI,  
CAPPI(2.5 km),  
VIL,  
ETops,  
Base,  
HailProbability 

Is any quality 
map available? 

NO YES NO 

Processing 
chain 

Clutter removal (time-
domain Doppler filtering 
and static clutter map);    

Clutter suppression by 
Fuzzy Logic scheme using 
Clutter map, Velocity, 

RLAN(wifi) filter; Clutter 
removal;  atttenuation 
correction + beam 
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Z-R: a=200, b=1.6 Texture.  
Z-R: a=200, b=1.  
VPR correction under 
testing. 

blocking correction => 
next Year (2012) 
VPR => No 
Z-R: a=200, b=1.6 

Description of 
instantaneous 
radar product 
used in HSAF 
Validation 
Activities 

PCAPPI-1500m Cartesian 
grid, 
600m resolution 

Nationale composite: 
CAPPI 2 km, CAPPI 3 km, 
CAPPI 5 km, VMI, SRI 
Projection: Mercator 
Resolution: 1 km 
Threshold: No 

National composite, 
(CMAX) 
Projection: stereographic 
(S60) 
Resolution: 2 km 
Threshold: 7dBZ 
No rain gauge correction 

Description of 
accumulated 
radar product 
used in HSAF 
Validation 
Activities 

24-h accumulation with 
range-dependent gauge 
adjustment,  
Cartesian grid, 
600m resolution 

Acc. periods: 1, 3, 6, 12, 
24h 
Projection: Mercator 
Resolution: 1 km 
Threshold: No 
No rain gauge correction 

Acc.periods: 3,6,12,24h 
National composite, 
(CMAX) 
Projection: stereographic 
(S60) 
Resolution: 2 km 
Threshold: 7dBZ 
Rain gauge correction 
applied for 12, 24 hourly 
data 

Table 12 Inventory of the main radar data and products characteristics in Belgium, Italy, Hungary 

 

 POLAND SLOVAKIA TURKEY 

List of Available 
Products.  

PPI, PCAPPI, RHI, MAX, 
EHT, SRI, PAC, VIL, VVP, 
HWIND, VSHEAR, HSHEAR, 
LTB, SWI, MESO, WRN. 
List of non-operational 
products: LMR, CMAX, 
UWT, VAD, SHEAR, SWI, 
MESO, ZHAIL, RTR, CTR, 
WRN. 

CAPPI 2 km,  
Etops,  
PPI 0.2,  
Base,  
Cmax,  
Hmax,  
VIL,  
Precip. Intensity, 1h-, 
3h-, 6h-, 24h-acc. 
precip., 1h-acc.  
SRI 1km, 2km agl 

MAX,  
PPI,  
CAPPI,  
VIL,  
ETOPS,  
EBASE,  
RAIN Accumulation 
(1,3,6,12,24h) 

Processing chain Doppler method clutter 
removal;  attenuation 
correction - yes;  
VPR => No 
Z-R: a=200, b=1.6 

Clutter filtering: 
frequency-domain IIR 
filter; 
Atmospheric 
attenuation correction; 
Z-R: a=200, b=1.6 
RLAN filtering in 
development 

Clutter Removal, VPR 
Correction,   Z-R: A=200 
b=1.6 

Is any quality 
map available? 

NO, in development NO NO 
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Description of 
instantaneous 
radar product 
used in HSAF 
Validation 
Activities 

National composite, (SRI); 
Projection: azimutal 
equidistant (standard: 
ellipsoid); Resolution: 1 
km; Threshold: 5 dBZ; No 
rain gauge correction. 

National composite 
CAPPI 2 km 
Projection: Mercator 
Resolution: 1 km 
Threshold: -31.5 dBZ 
No rain gauge 
correction 

CAPPI, Projection: 
Azimuthal Equidistant 
Resolution: 250 m 
Threshold: ? Rain Gauge 
Correction (with limited 
number of gauges) 

Description of 
accumulated 
radar product 
used in HSAF 
Validation 
Activities 

Acc. Periods: 1, 6, 24h; 
National composite (PAC), 
Projection: azimuthal 
equidistant (standard: 
elipsoid); Resolution: 1 
km; Threshold: 0,1 mm; 
No rain gauge correction 

Acc. periods: 3, 6, 12, 
24h 
National composite 
CAPPI 2 km 
Projection: Mercator 
Resolution: 1 km 
Threshold: -31.5 dBZ 
No rain gauge 
correction 

Acc.periods: 1,3,6,12,24h 
Projection: Azimuthal 
Equidistant 
Resolution: 250 m 
Threshold: ? 
Rain gauge correction 
applied for 1h Rain Acc. 

Table 13 Inventory of the main radar data and products characteristics in Poland, Slovakia, Turkey 

 

4.4 Rain gauge and radar data integrated products in PPVG 

In order to investigate the possible improvement of the ground precipitation field estimation a WG 
άLb/!-²Dέ has been introduced in the validation activities of PPVG.  In this section the first results 
with some considerations of the INCA- WG (Annex 5) are reported. 
 
Within the WG participating countries (Slovakia, Poland and Germany) there are two types of systems 
providing precipitation analyses usable for H-SAF validation: INCA (developed by ZAMG, Austria) and 
RADOLAN (DWD, Germany). 
The INCA system is currently under development as INCA-CE (Central Europe) and it is used in pre-
operational mode in Slovakia and Poland. The RADOLAN system is used in Germany operationally and 
it is already utilized for the H-SAF products validation. Both systems consist of computational modules 
which enable to integrate various sets of precipitation data sources ς raingauge network, radar 
network, NWP models outputs and climatological standards into common precipitation product, which 
can describe well the areal instantaneous and cumulated precipitation fields. 
 
Here below a brief description of the INCA and RADOLAN systems follows. More information on both 
systems can be found in the documentation which is available on the H-SAF ftp server:  
/hsaf/WP6000/precipitation/WG_groups/WG3-inca/documentation . 
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Figure 15 Coverage of Europe by the INCA and RADOLAN systems 

 

4.4.1 INCA system 

The INCA (Integrated Nowcasting through Comprehensive Analysis) analysis and nowcasting system is 
being developed primarily as a means of providing improved numerical forecast products in the 
nowcasting and very short range forecasting. It should integrate, as far as possible, all available data 
sources and use them to construct physically consistent analyses of atmospheric fields. Among the 
input data sources belong: 
Å b²t ƳƻŘŜƭ ƻǳǘǇǳǘǎ ƛƴ ƎŜƴŜǊŀƭ όtΣ ¢Σ IΣ ŎƭƻǳŘǎ Χύ 

Å Surface station observations (T, precipitation) 

Å Radar measurements (reflectivity, currently 2-d, 3-d in development) 

Å Satellite data (CLM, Cloud type, in development for use in precipitation analysis) 

Å Elevation data (high resolution DTM, indication of flat and mountainous terrain, slopes, ridges, 

peaks) 

 
The INCA system provides: 
Å High-resolution analyses ς interest of validation WG-3 

Å Nowcasts 

Å Improved forecasts 

of the following variables: 
Å Temperature (3-d field) 

Å Humidity (3-d) 

Å Wind (3-d) 

Å Precipitation  (2-d) ς interest of validation WG-3 

Å Cloudiness  (2-d) 

Å Global radiation  (2-d) 

 
The INCA precipitation analysis is a combination of station data interpolation including elevation 
effects, and radar data. It is designed to combine the strengths of both observation types, the accuracy 
of the point measurements and the spatial structure of the radar field. The radar can detect 
precipitating cells that do not hit a station. Station interpolation can provide a precipitation analysis in 
areas not accessible to the radar beam. 
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The precipitation analysis consists of the following steps: 

i. Interpolation of station data into regular INCA grid (1x1 km) based on distance weighting (only 

nearest 8 stations are taken into account to reduce bull-eyes effect) 

ii. Climatological scaling of radar data by means of monthly precipitation totals of raingauge to 

radar ratio (partial elimination of the range dependence and orographical shielding) 

iii. Re-scaling of radar data using the latest rain gauge observations 

iv. Final combination of re-scaled radar and interpolated rain gauge data 

v. Elevation dependence and orographic seeding precipitation 

 
In the final precipitation field the raingauge observations are reproduced at the raingauge station 
locations within the limits of resolution. Between the stations, the weight of the radar information 
becomes larger the better the radar captures the precipitation climatologically. 
Important factor affecting the final precipitation analysis is accuracy and reliability of the raingauge 
stations. In order to eliminate the influence of raingauge stations providing evidently erroneous data, 
the SHMÚ is developing the blacklisting technique which temporarily excludes such stations from the 
analysis. Currently, the stations can be put into the blacklist only manually but development of the 
automated blacklisting is expected in near future.  
 

4.4.2 RADOLAN system 

RADOLAN is a routine method for the online adjustment of radar precipitation data by means of 
automatic surface precipitation stations (ombrometers) which has started on a project base at DWD in 
1997. Since June 2005, areal, spatial and temporal high-resolution, quantitative precipitation data are 
derived from online adjusted radar measurements in real-time production for Germany. 
  
The data base for the radar online adjustment is the operational weather radar network of DWD with 
16 C-band sites on the one hand, and the joined precipitation network of DWD and the federal states 
with automatically downloadable ombrometer data on the other hand. In the course of this, the 
precipitation scan with five-minute radar precipitation data and a maximum range of 125 km radius 
around the respective site is used for the quantitative precipitation analyses. Currently, from more 
than 1000 ombrometer station (approx. 450 synoptic stations AMDA I/II-and AMDA III/S-of DWD; 
approx. 400 automatic precipitation stations AMDA III/N of DWD; approx. 150 stations of the 
densification measurement network of the federal states) the hourly measured precipitation amount is 
used for the adjustment procedure. 
In advance of the actual adjustment different preprocessing steps of the quantitative radar 
precipitation data are performed. These steps, partly already integrated in the offline adjustment 
procedure, contain the orographic shading correction, the refined Z-R relation, the quantitative 
composite generation for Germany, the statistical suppression of clutter, the gradient smoothing and 
the pre-adjustment. Further improvements of these procedures are being developed. 
 

Precipitation distribution of the 
rain gauge point 
measurements 

Precipitation distribution of the 
areal original radar 
measurements 

RADOLAN precipitation 
product 
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Figure 16 Procedure of the RADOLAN online adjustment (hourly precipitation amount on 7 August 2004 13:50 UTC) 

 

In order to collect more detailed information about both types of systems a questionnaire was 
elaborated and completed by Slovakia, Poland and Germany. The questionnaire provided details such 
as geographical coverage (see Fig. 17), input data inventory or availability of different instantaneous 
and cumulated precipitation products.  
The final version of the questionnaire is shown in the next table and is also available as annex 5.  
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Group of information Item GERMANY POLAND SLOVAKIA domain1 SLOVAKIA domain2

Availability of documentation for INCA or 

similar (German) system [Yes/No]

If possible please attach link or 

documentation

Dokumentation received 

during Helsinki validation 

meeting

Documentation available 

from ZAMG

Documentation available 

from ZAMG

Documentation should be 

issued in future

Definition of geographical area covered by 

INCA or similar (in Germany) system
Grid size in pixels 900x900 741x651 501x301 1193x951

Min longitude 3.5943 E 13.82 E 15.99231 E 8,9953784943 E

Max longitude 15.71245 E 25.334 E 23.09630 E 25,9996967316 E

Min latitude 46.95719 N 48.728 N 47.13585 N 45,0027313232 N

Max latitude 54.73662 N 55.029 N 50.14841 N 53,000579834 N

Space resolution 1 km 1 km 1 km 1 km

Input data Number of radars in network
Composite of 16 national 

radars

Composite of 8 national 

radars

Composite of 2 national 

radars

Composite of 5 

international radars

Number of precipitation stations 1300 475 (Poland only)
397 (SHMU, CHMI, ZAMG, 

IMWM )
TBD

Blacklist for precipitation stations 

[Yes/No]
? Yes Yes Yes

Density of raingauge stations
Map of density of precipitation stations 

[Yes/No]
? TBD TBD TBD

Output data

Instantaneous precipitation based only 

on raingauge network, time resolution, 

timelines

5 min No Yes, 15 min Yes, 15 minute

Instantaneous precipitation based only 

on radar network, time resolution, 

timelines

5 min No Yes, 5 minute Yes, 5 minute

Instantaneous precipitation based on 

combined raingauge and radar 

network, time resolution, timelines

5 min Yes, 10 minutes Yes, 5 minutes Yes, 5 minutes

Cumulative precipitation based only on 

raingauge network, time intervals, 

timelines

5 min, 1,3,6,12,18,24 hours No
Yes, min 5 min, available 

1,3,6,12,24 hours

Yes, min 5 min, available 

1,3,6,12,24 hours

Cumulative precipitation based only on 

radar network, time intervals, timelines
5 min, 1,3,6,12,18,24 hours No

Yes, min 5 min, available 

1,3,6,12,24 hours

Yes, min 5 min, available 

1,3,6,12,24 hours

Cumulative precipitation based on 

combined raingauge and radar 

network, time intervals, timelines

5 min, 1,3,6,12,18,24 hours
Yes, min 10 minutes, 

available in future

Yes, min 5 min, available 

1,3,6,12,24 hours

Yes, min 5 min, available 

1,3,6,12,24 hours

Dates for selected case studies Case 1 will be set No 29.3.2009

Case 2 No 1.-3.6.2010

Case 3 No 20.6.2010

Case 4 No 15.-16.8.2010

Case 5 No

Availability of own software for upscaling 

INCA data into native satellite grid
H01 yes No No No

H02 yes No No No

H03 yes No No No

H04 no No No No

H05 yes No No No

H06 yes No No No
 

Table 14 INCA Questionnaire 

 
 

4.4.3 Some conclusions 

The INCA system as a potential tool for the precipitation products validation is available in Slovakia and 
Poland, in both countries being run in pre-operational mode. It is still relatively new system 
undergoing continuous development. More sophisticated algorithms of the precipitation analysis (e.g. 
assimilation of the 3-D radar data) can be expected from its development in frame of the ongoing  
INCA-CE project. 
In Germany similar precipitation analysis system called RADOLAN is being run operationally. This tool is 
already used for validation of the H-SAF precipitation products in this country. 
The accuracy and reliability of the raingauge stations significantly affect final precipitation analysis of 
the INCA or INCA-like systems and therefore need to be checked. In order to solve this problem an 
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automated blacklisting technique is going to be developed at SHMÚ (currently blacklisting is used in 
manual mode). 
 
The software for upscaling the INCA precipitation field into the H-SAF products grid will have to be 
developed. Since the grids of INCA and RADOLAN have similar horizontal resolution to the common 
radar grid, the radar upscaling techniques can be applied also on the INCA or RADOLAN data. In frame 
of the unification of the validation methodologies the same common upscaling software could be 
shared between both radar and INCA  working groups in the future.  
 

4.5 Ground data in Belgium (IRM) 

4.5.1 Radar data 

The network 

Belgium is well covered with three radars (see next figure). Further radar is currently under 
construction in the coastal region.  

 
Figure 17 Meteorological radar in Belgium 

 The instruments 

These are Doppler, C-band, single polarization radars with beam width of 1° and a radial resolution of 
250 m. Data are available at 0.6, 0.66 and 1 km horizontal resolution for the Wideumont, Zaventem 
and Avesnois radars respectively. 

In this report, only the Wideumont radar has been used. The data of this radar are controlled in three 
steps.  

 

Data processing 

First, a long-term verification is performed as the mean ratio between 1-month radar and gauge 
accumulation for all gauge stations at less than 120 km from the radar. The second method consists in 
fitting a second order polynomial to the mean 24 h (8 to 8 h local time) radar / gauge ratio in dB and 
the range; only the stations within 120 km and where both radar and gauge values exceed 1 mm are 
taken into account. The third method is the same as the second but is performed on-line using the 90 
telemetric stations of the SETHY (Ministry of the Walloon Region). Corrected 24 h images are then 



 

Product Validation Report - PVR-02 

(Product H02 ς PR-OBS-2) 

Doc.No: SAF/HSAF/PVR-02/1.1 

Issue/Revision Index: 1.1 

Date: 30/09/2011 

Page: 48/177 
 

 

 

 

calculated. New methods for the merging of radar and raingauge data have been recently evaluated 
(Goudenhoofdt and Delobbe 2009)1.In this report, only instantaneous radar images are used. 
 

4.6 Ground data in Bulgaria (NIMH) 

4.6.1 Rain gauge 

The network 
The maximum number of available raingauges for this project is 37, distributed over 3 basins.  
 
The average distance between stations is about 7 km, with a very high variance. Generally in the plain 
area distance is lower than in the mountainous areas 
 

 
 
 

 

                                                        
1
 DƻǳŘŜƴƘƻƻŦŘǘ 9Φ ŀƴŘ [Φ 5ŜƭƻōōŜΣ нллфΥ ά9Ǿŀƭǳŀǘƛƻƴ ƻŦ ǊŀŘŀǊ-gauge merging methods for quantitative precipitation 

estimatesέΦ  IȅŘǊƻƭΦ 9ŀǊǘƘ {ȅǎǘΦ {ŎƛΦΣ 13, 195-203. 

Figure 18 Distribution of the raingauge 
stations of Iskar River Basin 
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The instrument 
The following information should be provided in this section: 

 Tipping bucket with heating (measures the precipitation with increments of 0.1 mm) - quality 
index of the measurements (between 1 and 10) - 7-8.  

 Weighing type measurement with heating rim (measures the precipitation with increments of 
0.1 mm) - quality index of the measurements (between 1 and 10) - 8-9. 

 Conventional precipitation gauges type Wild measuring 24 hourly totals of precipitation 
 

Figure 19 Distribution of the raingauge stations of Chepelarska River Basin 

Figure 20 Distribution of the raingauge stations of Varbica River Basin 
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The rainrate is given only by the automatic stations for a 60 minutes interval. Those stations are 
located in Varbica and Chepelarska river basins. There are no automatic stations in Iskar river basin. 
 
 
Data processing 
There is quality control on the data.  
In this Project the point-like gauges data are interpolated for using Co kriging interpolation of the 
ground measurements taking into account orography . 
 

4.7 Ground data in Germany (BfG) 

The H-SAF products are validated for the territory of Germany by use of two observational ground data 
sets: SYNOP - precipitation data based on the network of synoptical stations, provided by the German 
Weather Service (DWD) and RADOLAN-RW - calibrated precipitation data based on the radar network 
of DWD and calibrated by DWD by use of measurements at precipitation stations. 

 
Data Number/Resolution Time interval Delay Annotation 

Synoptical stations ~ 200 6h / 12h  Near-real-time  

Precipitation 
stations 

~ 1100 hourly Near-real-time Automatic precipitation stations 

RADOLAN  RW 16 German radar 
sites, 
~1 km x ~1 km 

1 hour, 
 

Near-real-time Quantitative radar composite 
product RADOLAN RW (Radar data 
after adjustment with the weighted 
mean of two standard procedures) 

Table 15 Precipitation data used at BfG for validation of H-SAF products 

4.7.1 Rain gauge 

The network  
The data used are compiled from ~1300 rain gauges. About 1000 are operated by DWD while about 
300 are operated by other German authorities. The average minimum distance between stations is 17 
km.  
 
The instruments 
The measurement instruments are precipitation sensors OTT PLUVIO of Company Ott2 3. They 
continually and precisely measure quantity and intensity of precipitation in any weather, based on 
balance principle with temperature compensation (heated funnel) and by an electronic weighing cell. 
The absolute measuring error is less than 0.04 mm for a 10 mm precipitation amount and the long-
term (12months) stability is better than 0.06 mm. The operating temperature ranges from ς30°C to 
+45°C. The minimum detected quantity (sensitivity) is 0,05 mmh-1. The maximum possible measured 
rain rate is 3000 mmh-1. The operational accumulation interval theoretically is one minute.  
 
The data processing 
Continuous, automatic measurement of liquid and solid precipitation data are collected, accumulated 
(intervals: from 1hour until 1day) and provided as SYNOP tables by DWD. These data are error 

                                                        
2
 http://www.ott.com/web/ott_de.nsf/id/pa_ottpluvio2_vorteile.html?OpenDocument&Click= 

3
 Precipitation amount and intensity measurements with the Ott Pluvio, Wiel Wauben, Instrumental Department, 

INSA-IO, KNMI, August 26, 2004 

http://www.ott.com/web/ott_de.nsf/id/pa_ottpluvio2_vorteile.html?OpenDocument&Click=
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corrected and quality controlled in four steps with checks of completeness, climatologic 
temporal/spatial consistency and marginal checks. 

 
Figure 21 Network of rain gauges in Germany 

 

 
Figure 22 Pluvio with Remote Monitoring Module 

 

4.7.2 Radar data 

Radar-based real-time analyses of hourly precipitation amounts for Germany (RADOLAN) is a 
quantitative radar composite product provided in near-real time by DWD. Spatial and temporal high-
resolution, quantitative precipitation data are derived from online adjusted radar measurements in 
real-time production for Germany. Radar data are calibrated with hourly precipitation data from 
automatic surface precipitation stations. 4 

                                                        
4
 

http://www.dwd.de/bvbw/appmanager/bvbw/dwdwwwDesktop?_nfpb=true&_windowLabel=dwdwww_main_book&T1460994925114492118088
1gsbDocumentPath=Navigation%2FWasserwirtschaft%2FUnsere__Leistungen%2FRadarniederschlagsprodukte%2FRADOLAN%2Fradolan__node.ht
ml%3F__nnn%3Dtrue&switchLang=en&_pageLabel=_dwdwww_spezielle_nutzer_forschung_fkradar 

http://www.dwd.de/bvbw/appmanager/bvbw/dwdwwwDesktop?_nfpb=true&_windowLabel=dwdwww_main_book&T14609949251144921180881gsbDocumentPath=Navigation%2FWasserwirtschaft%2FUnsere__Leistungen%2FRadarniederschlagsprodukte%2FRADOLAN%2Fradolan__node.html%3F__nnn%3Dtrue&switchLang=en&_pageLabel=_dwdwww_spezielle_nutzer_forschung_fkradar
http://www.dwd.de/bvbw/appmanager/bvbw/dwdwwwDesktop?_nfpb=true&_windowLabel=dwdwww_main_book&T14609949251144921180881gsbDocumentPath=Navigation%2FWasserwirtschaft%2FUnsere__Leistungen%2FRadarniederschlagsprodukte%2FRADOLAN%2Fradolan__node.html%3F__nnn%3Dtrue&switchLang=en&_pageLabel=_dwdwww_spezielle_nutzer_forschung_fkradar
http://www.dwd.de/bvbw/appmanager/bvbw/dwdwwwDesktop?_nfpb=true&_windowLabel=dwdwww_main_book&T14609949251144921180881gsbDocumentPath=Navigation%2FWasserwirtschaft%2FUnsere__Leistungen%2FRadarniederschlagsprodukte%2FRADOLAN%2Fradolan__node.html%3F__nnn%3Dtrue&switchLang=en&_pageLabel=_dwdwww_spezielle_nutzer_forschung_fkradar
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The combination of hourly point measurements at the precipitation stations with the five-minute-
interval radar signals of the 16 weather radars (C-Band Doppler) provides gauge-adjusted hourly 
precipitation sums for a ~1km x ~1km raster for Germany in a polar stereographic projection.  

 

Radar site Latitude (N)  Longitude (E) WMO No. Radar site Latitude (N)  Longitude (E) WMO No. 

München 48Á 20ô 14ôô 11Á 36ô 46ôô 10871 Rostock 54Á 10ô 35ôô 12Á 03ô 33ôô 10169 

Frankfurt 50Á 01ô 25ôô 08Á 33ô 34ôô 10630 Ummendorf 52Á 09ô 39ôô 11Á 10ô 38ôô 10356 

Hamburg 53Á 37ô 19ôô 09Á 59ô 52ôô 10147 Feldberg 47Á 52ô 28ôô 08Á 00ô 18ôô 10908 

Berlin-
Tempelhof 

52Á 28ô 43ôô 13Á 23 17ôô 10384 Eisberg 49Á 32ô 29ôô 12Á 24ô 15ôô 10780 

Essen 51Á 24ô 22ôô 06Á 58ô 05ôô 10410 Flechtdorf 51Á 18ô 43ôô 08Á 48ô 12ôô 10440 

Hannover 52Á 27ô 47ôô 09Á 41ô 54ôô 10338 Neuheilenbach 50Á 06ô 38ôô 06Á 32ô 59ôô 10605 

Emden 53Á 20ô 22ôô 07Á 01ô 30ôô 10204 Türkheim 48Á 35ô 10ôô 09Á 47ô 02ôô 10832 

Neuhaus 50Á 30ô 03ôô 11Á 08ô 10ôô 10557 Dresden 51Á 07ô 31ôô 13Á 46ô 11ôô 10488 

Table 16 Location of the 16 meteorological radar sites of the DWD 

 

       
Figure 23 Left: radar compound in Germany (March 2011) ; Right: location of ombrometers for online calibration in 
RADOLAN;  squares: hourly data provision (about 500), circles: event-based hourly data provision (about 800 
stations) . 
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The flowchart of online calibration method applied in RADOLAN is depicted in next figure. 

 
Figure 24 Flowchart of online calibration RADOLAN (DWD, 2004) 

  

 

4.8 Ground data in Hungary (OMSZ) 

4.8.1 Radar data 

The network 
The main data used for validation in Hungary would be the data of meteorological radars. There are 
three C-band dual polarized Doppler weather radars operated routinely by the OMSZ-Hungarian 
Meteorological Service. The location and coverage of the three Hungarian radars are shown in next 
figure the measurement characteristics are listed in Table 18. 
All three radars are calibrated periodically, with an external (calibrated) TSG, the periodicity is kept 
every 3 months. 

Pogányvár Napkor

Budapest

 
 Figure 25 The location and coverage of the three meteorological Doppler radars in Hungary 
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Year of 
installation 

Location Radar type Parameters 
measured 

1999 Budapest Dual-polarimetric 
Doppler radar 

Z, ZDR 

2003 Napkor Dual-polarimetric 
Doppler radar 

Z,ZDR,KDPΣʊDP 

2004 Poganyvar Dual-polarimetric 
Doppler radar 

Z,ZDR,KDPΣʊDP 

Table 17 Main characteristics of the Hungarian radar network 

 
The instruments 
The Hungarian radar network is composed by three Doppler radars, which are measuring in the C-
band, mainly at same frequencies. The scan strategy is the same for all the radars, the Budapest radar 
has a resolution lower than the two other radars which are newer types. The parameters of the 
instruments and the measurement campaigns are listed in next table. 
 

 Budapest Napkor Poganyvar 

Frequency band C-Band, 5625MHz C-Band, 5610MHz C-Band, 5610MHz 

Polarization 
(Single/Double) 

single single single 

Doppler capability 
(Yes/No) 

Yes Yes Yes 

Scan strategy: 
elevations, 
maximum nominal 
range distance, 
range resolution 

scan freq: 15 min 

Elevaions(deg):  0 0.5 
1.1 1.8 2.7 3.8 5.1 
6.6 8.5 

Range 240 Km 

Resolution:500m 

scan freq: 15 min 

Elevaions(deg):  0 0.5 
1.1 1.8 2.7 3.8 5.1 
6.6 8.5 

Range 240 Km 

Resolution:250m 

scan freq: 15 min 

Elevaions(deg):  0 0.5 
1.1 1.8 2.7 3.8 5.1 
6.6 8.5 

Range 240 Km 

Resolution:250m 

Table 18 Characteristics of the three radar instruments in Hungary 

 
The data processing  
Radar measurements are influenced by many error sources that should be minimized as much as 
possible. As such, in case of the Hungarian radar data many correction methods are applied, or 
planned to be applied int he near future to filter out false radar reflectivity measurements. Clutter 
removal, and WLAN filter is already implemented int he processing chain of all three radar data; and a 
filter to disregard signals below 7dBz is also applied because in general, these data is not coming from 
real rain drops, but false targets.  
According to experiences, beam blockage can result in serious underestimation of precipitation 
amounts (e.g. behind the Börzsöny mountains at the north of Budapest). So the bleam blockage 
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correction is planned to be implemented during year 2012. Also, the attenuation correction (the 
attenuation of electromagnetic waves in water environment, water drops) is planned for 2012. 
Hungary does not apply VPR (Vertical Profile Reflectivity) correction. 
Precipitation intensity is derived from radar reflectivity with the help of an empirical formula, the 
Marshall-Palmer equation (R=a*Z^b, where a=200, b=1.6). From the three radar images a composite 
image over the territory of Hungary is derived every 15 minutes applying the maximum reflectivity in 
one column method, in order to make adjustments in overlapping regions. 
 
Description of instantaneous and accumulated radar product used in HSAF Validation Activities  
Rain gauge correction 
The non-corrected precipitation field can be corrected by rain gauge measurements. In Hungary, we 
do not make corrections to instantaneous 15 minutes radar data. In our institute, we only use a 
correction for the total precipitation for 12 and 24 hour periods.  
For the 3h and 6h accumulated products, we use a special method to accumulate rainfalls: we 
interpolate the 15-minutes measurements for 1-minute grid by the help of displacement vectors also 
measured by the radar, and then sum up the images which we got after the interpolation. It is more 
precise especially when we have storm cells on the radar picture, because a storm cell moves a lot 
during 15 minutes and thus we do not get continuous precipitation fields when we sum up only with 
15.minutes periods. This provides satisfying results. However, there is still a need for rain-gauge 
adjustment because there are obviously places (behind mountains) that the radar does not see. 
The radars are corrected with rain gauge data every 12 hours. The correction method using rain gauge 
data for 12 hour total precipitation consists of two kinds of corrections: the spatial correction which 
becomes dominant in the case of precipitation extended over a large area, whereas the other factor, 
the distance correction factor prevails in the case of sparse precipitation. These two factors are 
weighted according to the actual situation. The weighting factor depends on the actual effective local 
station density, and also on the variance of the differences of the bias between radar and rain gauge 
measurements. On the whole, we can say that our correction method is efficient within a radius of 100 
km from the radar. In this region, it gives a final underestimation of about 10%, while at bigger 
distance; the underestimation of precipitation fields slightly increases. Besides, we also produce 12 
hour total composite images: first the three radar data are corrected separately, and then the 
composite is made from them. The compositing technique consists of weighting the intensity of each 
radar at a given point according to the distance of the given point from the radars. This is also true for 
the 24-hourly accumulations. 
Resolution, projection, threshold of detection 
The resolution of the radar data used for validation is 2km by 2km. This is true for the accumulated 
and the instantaneous products as well. As We have already mentioned, the threshold of detection in 
Hungary is 7dB. Hungarian radar data is available operationally in stereographic (S60) projection. 
References 
Péter Németh: Complex method for quantitative precipitation estimation using polarimetric 
relationships for C-band radars. Proceed. of 5th European Radar Conference (ERAD), Helsinki (Finland); 
http://erad2008.fmi.fi/proceedings/extended/erad2008-0270-extended.pdf 
 

4.9 Ground data in Italy (DPC, Uni Fe) 

4.9.1 Rain gauge 

The network 

http://erad2008.fmi.fi/proceedings/extended/erad2008-0270-extended.pdf
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The maximum number of available raingauges is about 1800, irregularly distributed over the surface. 
On the average, however, a number of stations have low quality data, failure or  data transmission 
problems and their data are missing (-9999 recorded). This number of no data stations is highly varying 
on hourly/daily basis and ranges from few units to a hundred. In case of data acquired but not 
transmitted/recorded, the first transmitted measure is the cumulated value over the time when the 
data were not transmitted.  
 
The average minimum distance between closest stations is about 9.5 km, with a very high variance: in 
some regions (such as Tuscany in central Italy) it is below 5 km, while in Emilia Romagna (Po Valley) it is 
more than 20 km.  A study of the decorrelation distance between stations as function of the mutual 
distance has been carried out for the 2009 dataset. The decorrelation distance is defined as the 
minimum distance between two observations that makes the Pearson correlation coefficient between 
the two measures decrease below e-1. Results are shown in next figure, where the decorrelation 
distance is plotted as function of the distance between stations. It appears that there is a large 
variability of this parameter from higher values (around 60 km for cold months when large 
precipitating systems dominate and reduces to roughly 10 km when small scale convection is more 
likely to occur (warm months). 
This  points out that the distribution of gauges could be able to describe the spatial structures of 
precipitation fields in case of wintertime rainfall, while may be inadequate for spring/summer 
convective events. 
 

 
Figure 26 Correlation between rainrates detected by two close by stations as function of the distance between the 

two stations. Colors refer to the month along 2009 

 
In next figure the distribution of working stations over Italy is shown for a given day. 
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Figure 27 Distribution of the raingauge stations of the Italian network collected by DPC 

 
 
The instruments 
The following information should be provided in this section: 

 All the available raingauge are of tipping bucket type; 

 Most of the raingauge have a minimum detected quantity of 0.2 mm, others have 0.1 mm. 

 The maximum rainrate that can be measured by the gauges ranges between 300 and 500 mm-1 
over one minute, depending on the manufacturer. 

 
The rainrate is measured over different cumulation intervals by the different local administrations 
managing the network, but the data disseminated are all integrated over 60 minutes. 
 
At the moment, the National network made available by DPC provides only hourly data, Shorter 
cumulation times could be available for case studies after specific agreements with local management 
authorities. 
 
Only a small subset (about 300 stations) of gauges have heated funnel, especially in alpine regions 
όǎǳŎƘ ŀǎ ±ŀƭƭŜ ŘΩ!ƻǎǘŀ ŀƴŘ tƛŜŘƳƻƴǘύΣ ŀƴŘ ǘƘƛǎ ƛǎ ŀ ŎƭŜŀǊ ǎƻǳǊŎŜ ƻŦ ŜǊǊƻǊǎ ƛƴ ōƻǘƘ ǎǳƳƳŜǊ όŘǳŜ ǘƻ 
hailfall) and in autumn/winter (due to snowfall).  
 
The data processing 
No quality control is performed on the data right now.  
 
In this Project the point-like gauges data are interpolated by using the Barnes method (Barnes, 1964; 
Koch et al, 1983) widely used to interpolate station data. It works by defining a regular output grid (5x5 
ƪƳ ƛƴ ƻǳǊ ŎŀǎŜύ ŀƴŘ ŀ άǊŀŘƛǳǎ ƻŦ ƛƴŦƭǳŜƴŎŜέ ƻŦ ŜŀŎƘ ǎǘŀǘƛƻƴ όƛƴ ƻǳǊ ŎŀǎŜ ƛǘ ǿŀǎ мл ƪƳύΦ ¢ƘŜ Ǉƻƛƴǘ 
ƛƴŦƻǊƳŀǘƛƻƴ ŦǊƻƳ ŀ ǊŀƛƴƎŀǳƎŜ ƛǎ άǎǇǊŜŀŘέ ƛƴ ǘƘŜ ƴŜƛƎƘōƻǳǊ ōȅ ŀƴ ŜȄǇƻƴŜƴǘƛŀƭ ŦǳƴŎǘƛƻƴΣ ƭƛƳƛǘŜŘ ōȅ ǘƘŜ 
influence radius, and the rainfall value for each grid-point is computed as the contribution of all the 
closest measurements. 
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The resulting grid is a 5x5 km regular grid with 240 columns and 288 lines. Moreover, a Digital 
elevation model is used to provide a mask of Italy in order to: 1) screen out sea-pixels too far from the 
coastlines and 2) process the pixels with the elevation above sea level. 
 

4.9.2 Radar data 

The network 
The Italian radar data have been not used for the validation of the current version of H01 but the 
verification of the satellite product with those data is in progress. The results will be presented at the 
next review of the project. 
 
The Italian Department of Civil Protection (DPC) is the authority leading the national radar coverage 
project in order to integrate the pre-existent regional systems, made of ten C band fixed regional 
installations (five of them polarimetric and one transportable X-band polarimetric radar), two systems 
owned by the Italian company for air navigation services (ENAV), and three managed by the 
Meteorological Department of the Italian Air Force (AMI). 
After its completion, the Italian radar network will include twenty-five C-band radars (including seven 
polarimetric systems) and five transportable dual-polarized X-band radars (next figure). The Italian 
Department of Civil Protection is developing the radar network in Southern Italy and, thanks also to 
the fruitful collaborations with Regional Authorities, ENAV and AMI, integrated all the existing radars 
in one national network with a clear advantage for both severe weather monitoring and civil 
protection purposes. 
 

 
Figure 28 Italian radar network coverage 

 

The existing sixteen C-band weather radars that belong to Regional Authorities ENAV and AMI are 
listed below: 
·  Bric della Croce (Owner: Regione Piemonte; Polarization: on going upgrade to polarimetry) 
·  Settepani (Owner: Regione Piemonte and Regione Liguria; Polarization: dual) 
·  San Pietro Capofiume and Gattatico (Owner: Regione Emilia Romagna; Polarization: dual) 
. Monte Macaion (Owner: Regione Trentino Alto Adige and Provincia autonoma Trento; Polarization: single) 
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· Teolo and Loncon (Owner: Regione Veneto; Polarization: single) 
· Monte Midia (Owner: Regione Abruzzo; Polarization: single) 
· Monte Rasu (Owner: Regione Sardegna; Polarization: single) 
· Fossolon di Grado (Owner: Regione Friuli Venezia Giulia; Polarization: single) 
· Linate and 12) Fiumicino (Owner: ENAV; Polarization: single) 
· Brindisi (Owner: Italian Air Force; Polarization: single) 
· Grazzanise (Owner: Italian Air Force; Polarization: single) 
· Pisa, (Owner: Italian Air Force; Polarization: single) 
· Istrana, (Owner: Italian Air Force; Polarization: single) 

 
The first C-band radar of new generation, directly managed by DPC (located in Tuscany, Italy), is 
operational since the beginning of 2008, whereas six C-band radars (including two dual-polarized 
systems) will be operational by the end of 2008 (see Figure 29). As an example, the national mosaic 
CAPPI at 2000 m is shown in next figure relatively to the event of 04/18/08 at 0015 U.T.C. 
 

 
Figure 29 Graphical mosaic of reflectivity (CAPPI at 2000 m) for the event of 04/18/08 at 0015 U.T.C. 

 

 
As depicted before, each Doppler Radar System either dual or single-polarized (PDRS or DRS) are 
connected by satellite links to the two National Radar Primary Centres (RPC), located in Roma (DPC) 
and Savona (CIMA Research Foundation) in order to mainly ensure the remote control (through the 
RRC server) and products generation (through the RPG server). The RPC located in Savona works as 
άōŀŎƪǳǇ ŎŜƴǘǊŜέ ƛƴ ƻǊŘŜǊ ǘƻ Ŏƻƴǘƛƴǳƻǳǎƭȅ ŜƴǎǳǊŜ ǘƘŜ ǎȅǎǘŜƳ ŦǳƴŎǘƛƻƴƛƴƎΦ ¢ƘŜ ǎǳōǎȅǎǘŜƳ w!/ όwŀŘŀǊ 
Archive Centre) is devoted to archive and manage radar data and products by means of a relational 
database. The generated products are then disseminated to all institutions composing the national 
network. 
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Figure 30 Architecture of the Italian radar network 

 
 

Data processing 
Data processing and product generation are here briefly described. In particular, attenuation 
correction, hydrometeor classification, vertical profile of reflectivity correction and rainfall estimation 
will be treated in the following sections 
 
Radar data quality  
As known, any fruitful usage of radar data either for quantitative precipitation estimation or just for 
operational monitoring, must deal with a careful check of data quality. Figure 31 schematically shows 
the operational processing chain that is applied within the system DATAMET ® (software system for 
radar remote control, product generation, visualization, system maintenance, and data archive) 
developed by DATAMAT S.P.A.  Ground clutter, anomalous propagation, beam blockage effects are 
routinely mitigated through the application of the decision-tree method proposed by Lee et al., (1995) 
for single polarized systems. Dual-polarized systems provide additional observables such as differential 
reflectivity, correlation coefficient (and their texture) that can be used to further reinforce the 
traditional techniques. Furthermore, as soon as the polarimetric systems directly managed by DPC will 
be operational (end of summer 2008), the property of the rain medium at vertical incidence are 
planned to be used for differential reflectivity calibration according to the procedure proposed by 
Gorgucci et al. (1999). Redundancy of polarimetric variables will also be used for absolute calibration 
(Gourley et al., 2005). 
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Figure 31 Schematic representation of radar data processing chain 

 

 

 

Attenuation correction and hydrometeor classification Polarimetric radar systems enable the use of 
reliable algorithms for correcting rain path attenuation. Based on the paradigm that specific 
attenuation ah,dp and specific differential phase Kdp (Kdp=0.5 dFdp/dr) are linearly related in rain 
(ah,dp =g h,dp Kdp), cumulative attenuation effects can be corrected through the use of Fdp (Carey et 
al., 2000).  
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a) Observed 

 

 
 

b) Corrected 

 

 
Figure 32 Measured (upper panel) and attenuation corrected (lower panel) PPI (1.0 deg) of reflectivity observed on 

09/14/08 at 0500 U.T.C. by the polarimetric radar operated by Piemonte and Liguria regions 

 
Although, several approaches with different degree of sophistication have been proposed in the last 
years, the procedure (named APDP) proposed in Vulpiani et al. (2007) has been chosen to be 
implemented for its physical adaptability and operationally-oriented architecture. APDP (Adaptive 
PhiDP method) is an iterative correction of attenuation, based on the use of Fdp, that taking advantage 
from the classification of hydrometeors (Marzano et al.,2006, 2007), adapt the coefficients g h,dp.to 
the observed physical conditions. 
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As an example, previous figure shows the 1.0 degree PPI of measured (upper panel) and attenuation 
corrected (lower panel) reflectivity observed on 09/14/08 at 0500 U.T.C. by the polarimetric radar 
(located in mount Settepani) operated by Piemonte and Liguria regions. Next figure shows the 
hydrometeor classes detected by the classification algorithm corresponding to the event illustrated 
before. 

 
Figure 33 Hydrometeor classes as detected by the classification algorithm starting from the radar variables 
observed on 09/14/08 at 0500 U.T.C. by the polarimetric radar operated by Piemonte and Liguria regions 

 
Note:  LD (Large Drops), LR (Light Rain), MR (Moderate Rain), HR (Heavy Rain), R/H (Rain/ Hail 
mixture), HA (Hail), G/H (Graupel or small Hail), DS (Dry Snow), WS (Wet Snow), IC (Ice Crystals). 
 
Reconstruction of vertical profile of reflectivity  

Rainfall estimation might be heavily perturbed by the presence of melting snow due to the 
enhancement of reflectivity factor (caused by the increase in size and dielectric constant), without a 
corresponding increase of rain rate. This well known problem is usually handled by retrieving the 
Vertical Profile of Reflectivity (VPR) and correcting the observed measures. 
The algorithm developed by ARPA-SIM for VPR retrieval and correction is currently under test in order 
to be implemented within the DATAMET system. It is based on the computation of mean VPR shape 
(Germann and Joss, 2002) and, assuming it to be uniform in the whole radar domain, on the retrieval 
of the reflectivity at the desired level by the simple adding of a constant quantity (in dBZ units). The 
original algorithm is modified and integrated with a VPR diagnosis and analysis phase, to handle 
different operative problems (Fornasiero et al., 2008). 
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As an example, next figure shows the measured (upper panel) and VPR-corrected (lower panel) PPI of 
reflectivity observed on 03/25/07 at 0930 U.T.C. by the polarimetric radar located in Gattatico (Emilia 
Romagna, Italy). 
 

.a) 

 

b) 

 
Figure 34 Measured (upper panel) and VPR corrected (lower panel) PPI of reflectivity observed on 03/25/07 at 0930 

U.T.C. by the polarimetric radar located in Gattatico (Emilia Romagna, Italy) 

 

Rainfall estimation 
Quantitative rainfall estimation is one of the first application of the radar network. The estimation of 
rainfall at the  ground takes advantage of the dense network of raingauges spread all over Italy. This 
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network is one of the most dense in the world with more than 1700 gages and it is used for tuning and 
correcting the operational Z-R algorithms of non-polarimetric radars. 
In order to evaluate the benefits of upgrading the new radar installations to full-polarimetric radars 
and for considering the benefit of existing polarimetric radars, many studies have been carried on by 
Research Centres and Regional Authorities belonging to the network (e.g,. Silvestro et al 2008). As an 
example, in next figure is shown the cumulated rainfall estimates versus gage measurements obtained 
for the event observed on  06/01/2006 by the dualpolarized C-Band radar of Mt. Settepani. The figure 
shows the comparison between a multi-parameter algorithm that uses polarimetric data (Silvesto et 
al., 2008) and a simple ZR relationship (Marshall-Palmer). 
 

 

 
Figure 35 Cumulated radar rainfall estimates versus gage measurements for the event observed on 06/01/2006 by 

the dualpolarized radar located in Settepani (Liguria, Italy) 

 
 

4.10 Ground data in Poland (IMWM) 

4.10.1 Rain gauge 

The network 
The maximum number of rain gauges in the Polish ATS (Automatic Telemetric Station) national 
network is 950. Each ATS post is equipped with two independent rain gauges of the same sort. One of 
them is heated during the winter period and the other one is not. Therefore precipitation information 
is derived from 475 points at the time. Fact that rainfall is measured by two equally sensitive 
instruments two meters away from each other at the same post, enables to apply simple in situ data 
quality control during summertime. During winter non-heated rain gauge is covered with a cup to 
prevent it from being clogged by the ice and damaged. Because of that the precipitation information 
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derived from ATS network in winter cannot be verified using this method. It can be stated that during 
the wintertime precipitation information might be burdened by a slightly bigger measuring error. 
The number of rain gauges available for H-SAF validation activities varies from day to day due to 
operational efficiency of ATS network in Poland and depends on large number of independent factors. 
It can be stated that the number varies between 330 and 475 rain gauges for each day of operational 
work. 
Mean minimum distance between precipitation measuring ATS posts (between each pair of rain 
gauges) in Polish national network is 13,3 km. 

 
Figure 36 ATS national network in Poland 

 

 

The instruments 
All rain gauges working within Polish ATS national network are MetOne tipping bucket type 
instruments. Minimum detected quantity that can be measured by those rain gauges is 0,1 mm/h 
which means that each tilt of rain gauge bucket adds 0,1mm to the total sum of the measured 
precipitation. During very heavy precipitation events MetOne rain gauges tend to underestimate real 
precipitation by factor of 10%. Maximum measured rainrate (mmh-1) by MetOne instruments in Poland 
was recorded in 5.06.2007 at ATSO Koscielisko Kiry at the foot of Tatra Mountains. The recorded 
values reached 65 mm/h. Operational cumulation interval (min) of ATS network rain gauges is set for 
10 minutes and can be adjusted according to given needs. There is possibility to have very short 
cumulation intervals for case studies -  theoretically 1 minute - but not on every given precipitation 
post. It depends on local DCS settings.  
 
The data processing 
As stated above the data quality control can be achieved by comparison on two rainfall datasets 
collected by two independent rain gauges at the same ATS post. It is done operationally during 
summertime. There is no such possibility during the winter because of lack of non-heated rain gauge 
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dataset. In case that one pair of rain gauges at the same ATS post provide two different rainfall 
readings the higher one is taken into account.  
No specialization technique is used for standard validation process. However, for some case studies, 
the Natural Neighbor technique is applied for satellite and ground precipitation data. To match the 
precipitation information with satellite data spatial and temporal matching are applied. 

 Spatial matching: for each given satellite pixel, the posts situated within that pixel were 
found. The pixel size was taken into account, however, its shape was assumed to be 
rectangular. If more than one rain gauge were found within one satellite pixel, the 
ground rain rate value was calculated as a mean of all rain gauges measurements 
recorded within that pixel; 

 Temporal matching: satellite derived product is combined with the next corresponding 
ground measurement. As the ground measurements are made with 10 minute time 
resolution, the maximum interval between satellite and ground precipitation is 5 
minutes. 

 

4.11 Ground data in Slovakia (SHMU) 

4.11.1 Rain gauge 

The network 
In Slovakia there are overall 98 automatic rain gauge stations potentially available for the H-SAF 
project. The real number of usable gauges varies with time because on average about 20 of them are 
out of operation. 
Mean minimum distance between rain-gauges in the complete network is 7,74 km. Map of the rain 
gauge network in Slovakia containing also climatological and selected hydrological stations is shown in 
next figure. 
 

 
Figure 37 Map of SHMÚ rain gauge stations: green ς automatic (98), blue ς climatological (586), red - hydrological 

stations in H-SAF selected test basins (37) 

 
The instruments 
Type of all the automatic rain gauges is tipping bucket (without heating of the funnel). The gauges are 
able to measure precipitation rates ranging from 0,1 to 200 mm/h at 10 min operational accumulation 
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interval. Shorter accumulation interval of 1 min is also possible which makes the instruments suitable 
for case studies in the H-SAF project. 
 
The data processing 
The rain gauge data are not used at SHMÚ directly for the H-SAF precipitation validation but they are 
utilized as the input to the INCA precipitation analysis system which is supposed to become a new 
validation tool. Prior the INCA analysis the rain gauge data are interpolated onto the regular 1x1 km 
grid using the inverse-distance-squared (IDS) interpolation method. Only the 8 nearest rain gauge 
stations are taken into account in the interpolation in order to reduce occurrence of precipitation bull-
eyes artifact. 
 
SHMÚ performs the offline automatic and manual quality check of the rain gauge data. In frame of the 
INCA system a quality control technique called blacklisting has been developed which avoids the data 
from systematically erroneous rain gauges to enter the analysis. Currently the blacklisting is used in 
manual mode only. 
 

4.11.2 Radar data 

The network 
The Slovak meteorological radar network consists of 2 radars (see next figure). One is situated at the 
top of Maly Javornik hill near city Bratislava and second one is on the top of Kojsovska hola hill close to 
the city Kosice. Both are Doppler, C-band radars; the newer one at Kojsovska hola is able to measure 
also the dual polarization variables (non-operational).  

 
Figure 38 Map of SHMÚ radar network; the rings represent maximum operational range ς 240 km for radar at Maly 

Javornik (left), 200 km for radar at Kojsovska hola (right) 

 
The instruments 
The radars are operated and technically maintained by SHMÚ. Receivers of radars are calibrated 
regularly by means of internal test signal generator (TSG). In case of radar at Maly Javornik calibration 
is performed every 3 months and in case of radar at Kojsovska hola every 1 month. 
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The basic parameters of both SHMÚ radars are summarized in next table. 
 

 Maly Javornik Kojsovska hola 

Frequency band C-Band, 5600 MHz C-Band, 5617 MHz 

Polarization 
(Single/Double) 

Single 
Double (but so far only single pol. 

products generated) 

Doppler capability 
(Yes/No) 

Yes Yes 

Scan strategy: scan 
frequency, elevations, 
maximum nominal 
range distance, range 
resolution 

Scan frequency: 5 min 

Elevations (deg):  0.2 0.7 1.4 2.5 
3.8 5.4 7.3 9.5 13.0 17.0 25.0 

Range: 240 Km 

Resolution: 1000m 

Scan frequency: 5 min 

Elevations (deg):  -0.5 0.0 0.5 1.0 
1.5 2.5 4.0 6.0 10.0 20.0 

Range: 200 Km 

Resolution: 125m 

Table 19 Characteristics of the SHMÚ radars 

 
The data processing 
For ground clutter removal the Doppler filtering is used. In case of radar at Maly Javornik the 
frequency-domain IIR filter is used, at Kojsovska hola the Doppler filtering is supplemented with 
moving target identification (MTI) technique. Isolated radar reflectivity and Doppler velocity bins are 
removed by the Speckle removal filter. The data with signal to noise ratio below the specified 
threshold are also eliminated.  
The measured radar reflectivity is corrected for atmospheric (clear-air) attenuation of the radar beam. 
Neither beam blocking correction nor vertical profile of reflectivity (VPR) is applied at SHMÚ. However 
implementation of the beam blocking correction is being considered for the H-SAF validation due to 
complicated orographical conditions in Slovakia. 
 
Precipitation intensity is derived from radar reflectivity according to the Marshall-Palmer equation 
(Z=a*R^b) with constant coefficients valid for stratiform rain (a=200, b=1.6). Polarimetric techniques 
for quantitative precipitation estimation in case of dual polarization radar at Kojsovska hola are not 
used because the measured polarimetric data are not operational (calibration would be required). 
Software filter for the RLAN interference detected by radars is currently in development at SHMÚ. 
 
Radar composite based on CAPPI 2 km products from both radars is used for the H-SAF validation. The 
composition algorithm used selects the higher value measured by the two radars in the overlapping 
area.  
No raingauge correction of the derived instantaneous precipitation is applied. Effect of elevating radar 
beam with increasing range and beam attenuation is reduced by limiting the validation area to rain 
effective range of 120 km for both radars in the composite. 
The instantaneous precipitation products are provided in Mercator projection with approximately 1 
km resolution. Threshold for precipitation detection is 0,02 mm/h. Time resolution of the current 
instantaneous products is 5 minutes, for the products prior to April 2010 it was 10 minutes and prior to 
August 2009 15 minutes. 
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Precipitation accumulation in case of 3-hourly interval is based on integration of 5 (10 or 15) minutes 
instantaneous measurements in time period of 3 hours. Accumulated precipitation for intervals of 6, 
12 and 24 hours is calculated as a sum of the 3-hourly accumulated precipitation. At least 92% of 
instantaneous measurements must exist in relevant time period for the 3-hourly accumulated product 
to be produced.  
No rain gauge correction of the accumulated precipitation is applied but the same limitation of 
validation area is used as for the instantaneous product. Threshold for precipitation detection of the 3-
hourly accumulated product is 0,5 mm. Geographical projection and space resolution of the 
accumulated products are the same as those of instantaneous product (see above). 
 
For validation of H-SAF precipitation products it is necessary to know errors distribution of used 
ground reference data ς in case of SHMÚ it is precipitation intensity and accumulated precipitation 
measured by Slovak radar network. For this purpose a study calƭŜŘ ά{Ia¦ ǎǘǳŘȅ ƻƴ ŜǾŀƭǳŀǘƛƻƴ ƻŦ 
ǊŀŘŀǊ ƳŜŀǎǳǊŜƳŜƴǘǎ ǉǳŀƭƛǘȅ ƛƴŘƛŎŀǘƻǊ ǿƛǘƘ ǊŜƎŀǊŘǎ ǘƻ ǘŜǊǊŀƛƴ Ǿƛǎƛōƛƭƛǘȅέ Ƙŀǎ ōŜŜƴ ŜƭŀōƻǊŀǘŜŘΦ ¢ƻ ŦƛƴŘ 
distribution of errors in radar range next steps had to be done: 

 simulations of terrain visibility by radar network using 90m digital terrain model 

 statistical comparison of radar data against independent rain gauge data measurements 

 derivation of dependence (regression equation) describing the errors distribution in radar 
range with regard to terrain visibility, based on rain gauge and radar data statistical evaluation 
computation of error distribution maps using regression equation and terrain visibility 

 
Main results of this study are shown in next figure. It is evident that the best visibility of SHMU radars 
corresponds to the lowest URD-RMSE of 60% displayed by light violet colors. URD-RMSE is of quite 
homogeneous distribution with average of 69% in prevalent lowlands of Slovakia displayed by bluish 
colors. But in central and north-west mountainous areas this error exceeds 100%. 
 

  
Figure 39 Map of relative RMSE (left) and Mean Error (right) over the SHMÚ radar composite 

 
Similar studies that have been carried out in the PPVG on comparison of radar data with rain gauge 
data have shown in general that RMSE error associated with radar fields depends considerably on 
radar minimum visible height above the rain gauge especially in mountainous countries. In lowlands 
this dependence is not so significant, but no negligible. The reason can be the location of radar sites at 
ǘƘŜ ǘƻǇ ƻŦ Ƙƛƭƭǎ ŀƴŘ ƛƳǇƻǎǎƛōƛƭƛǘȅ ƻŦ ǘƘŜ ƭƻǿŜǎǘ ŜƭŜǾŀǘƛƻƴ ǘƻ ǊŜŀŎƘ ǘƘŜ ƭƻǿƭŀƴŘΩǎ ǎǳǊŦŀŎŜΦ Lƴ ŎŀǎŜ ƻŦ 
Slovakia The URD-RMSE error of radar accumulated fields is between 60-90%, with an average URD-
RMSE value of 69,3%. Mean Error specified for 24-hours cumulated precipitation is -4,42mm or 
converted into instantaneous precipitation  -0,184 mm/h. RMSE specified for 24-hours cumulated 
precipitation is 9,48mm or converted into instantaneous precipitation 0,395 mm/h. 



 

Product Validation Report - PVR-02 

(Product H02 ς PR-OBS-2) 

Doc.No: SAF/HSAF/PVR-02/1.1 

Issue/Revision Index: 1.1 

Date: 30/09/2011 

Page: 71/177 
 

 

 

 

 
Complete SHMU study is available on the H-SAF ftp server: 
/hsaf/WP6000/WP6100/precipitation/WG_groups/WG2-radar/WG-2-3_radar quality 
indication_v1.doc 
 

4.12 Ground data in Turkey 

4.12.1 Rain gauge 

The network 
193 Automated Weather Observation Station (AWOS) located in the western part of Turkey are used 
for the validation of the satellite precipitation products in the HSAF project. The average distance 
between the AWOS sites is 27 km. The locations of the AWOS sites are shown in next figure. 
 

 
Figure 40 Automated Weather Observation System (AWOS) station distribution in western part of Turkey 

 
The instruments 
The gauge type of the network is tipping bucket where each has a heated funnel. The minimum 
detection capability of the gauge is 0.2mm per tip. In the maximum capacity of the instrument is 720 
mm/h at most. The operational accumulation interval is 1 minute, so that alternative cumulation 
intervals such as 5, 10, 20, 30 minutes are possible.   
 
Data processing 
Quality control 
High quality of the ground data is critical for performing the validation of the precipitation products. 
The validation results or statistics can provide meaningful feedbacks for the product developers and 
additionally the products can be used reliably only if there is a confidence present about the ground 
data at a certain level. For this reason, some predefined quality assurance (QA) tests are considered for 
the precipitation data in order to define the confidence level. First of all, a flagging procedure is 
defined as described in next table.  
 

QA Flag Value QA Status Brief Description 
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0 Good Datum has passed all QA Test 

1 Suspect There is concern about accuracy of datum 

2 Failure Datum is unstable 

Table 20 QA flags descriptions (modified from Shafer et al., 1999) 

 
The precipitation data QA tests are summarized as follows. 
 
Range Test 
This test is used to see if any individual precipitation observation falls within the climatological lower 
and upper limits. The test procedures applied in the study are as follows. 

IF LimLower Obserj,t   LimUpper  THEN Obserj,t flag is ΨDƻƻŘΩ 
IF Obseri  > LimUpper OR Obserj,t < LimLower THEN Obserj,t flag is ΨCŀƛƭǳǊŜΩ 

LimLower and LimUpper thresholds are separately determined for each station on a monthly basis. At any 
specific site, all the observed monthly data is considered for determination of the upper and lower 
ƭƛƳƛǘǎΦ  .ȅ ŀǇǇƭȅƛƴƎ ǘƘƛǎ ǘŜǎǘΣ ŜŀŎƘ ƻōǎŜǊǾŀǘƛƻƴ ƛǎ ŦƭŀƎƎŜŘ ŜƛǘƘŜǊ ōȅ ΨDƻƻŘΩ ƻǊ ΨCŀƛƭǳǊŜΩ ƭŀōŜƭ ŘŜǇŜƴŘƛƴƎ 
on the comparison tests mentioned above. 
 
Step Test 

It is used to see if increment/decrement between sequential observations in time domain is in 
acceptable range or not. The applied test procedure is, 

IF  |Obserj,t-Obserj,t-1| < Stepj THEN Obseri,t flag is ΨDƻƻŘΩ 
IF  |Obserj,t-Obserj,t-1| > Stepj THEN Obseri,t flag is Ψ{ǳǎǇŜŎǘΩ 

Stepj threshold is determined again for each site on a monthly basis. For each site, the dataset 
containing the absolute difference of the sequential observations is determined by considering the 
observations for the matching month. The 99.9 % cumulative histogram value of the dataset is set as 
the Stepj threshold for the related site and month. 
 
Persistence Test 

Persistence test is used to determine if any group of observations are due to instrument failures. The 
test procedure applied is defined as, 

LC  ¢ ғ ɲ ¢I9b  Flag for all Obser in T Υ ΨDƻƻŘΩ 
LC  ¢ Ҕ ɲ ¢I9b  Flag for all Obser in T Υ Ψ{ǳǎǇŜŎǘΩ 

ǿƘŜǊŜ ¢ ƛǎ ǘƘŜ ǘƻǘŀƭ ƴǳƳōŜǊ ƻŦ ǘƘŜ ǎŜǉǳŜƴǘƛŀƭƭȅ ǊŜǇŜŀǘƛƴƎ ƻōǎŜǊǾŀǘƛƻƴǎ ŦƻǊǿŀǊŘ ƛƴ ǘƛƳŜ ŀƴŘ  ɲ ƛǎ ǘƘŜ 
possible maximum number of sequentially repeating obseǊǾŀǘƛƻƴǎΦ !ǎ ƛƴ ǘƘŜ ƻǘƘŜǊ ǘǿƻ ǘŜǎǘǎΣ ɲ 
threshold is determined for each site on a monthly basis. For any site, the data belonging to the same 
month is taken into account to determine the repeating number of the sequential observations. Then, 
99.9 % cumulatƛǾŜ ƘƛǎǘƻƎǊŀƳ ǾŀƭǳŜ ƻŦ ǘƘŜ ǊŜǇŜŀǘƛƴƎ ƴǳƳōŜǊ ŘŀǘŀǎŜǘ ƛǎ ŀǎǎƛƎƴŜŘ ŀǎ ǘƘŜ ɲ ŀƳƻǳƴǘ ŦƻǊ 
the corresponding site and month. Since there is a high possibility of no-precipitation data (zero), the 
sequential zero observations are excluded in this test during the dŜǘŜǊƳƛƴŀǘƛƻƴ ƻŦ ǘƘŜ ɲ ǘƘǊŜǎƘƻƭŘ 
amount and application of the test. 
 
 QA Test procedure 
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By applying the control procedures of the QA test mentioned above, each individual precipitation 
observation receives three flags referring to the corresponding test. For the corresponding observation 
ƛŦ ŀƭƭ ǘƘŜ ǘŜǎǘ ŦƭŀƎ ƛǎ ƴƻǘ ΨDƻƻŘΩ ǘƘŜƴ ǘƘŜ ƻōǎŜǊǾŀǘƛƻƴ ƛǎ ŜȄŎƭǳŘŜŘ ŦǊƻƳ ǘƘŜ ǾŀƭƛŘŀǘƛƻƴ ǇǊƻŎŜǎǎΦ  
 
Use of spatialization technique 
Due to the time and space structure of precipitation and to the sampling characteristics of both the 
precipitation products and observations used for validation, care has to be taken to bring data into 
comparable and acceptable range. At a given place, precipitation occurs intermittently and at highly 
fluctuating rates. Various maps, time series analysis, statistical and probabilistic methodologies are 
employed in the validation procedure classically, but some additional new aspects such as the spatial 
ŎƻǾŜǊŀƎŜ ǾŜǊƛŦƛŎŀǘƛƻƴ ƳƻŘŜƭ ƻŦ  Ǉƻƛƴǘ ŎǳƳǳƭŀǘƛǾŜ ǎŜƳƛǾŀǊƛƻƎǊŀƳ όt/{±ύ ŀǇǇǊƻŀŎƘ ό Ŝƴ ŀƴŘ IŀōƛōΣ 
1998) are proposed for usage in this work.  
 
 
Each precipitation product within the H-SAF project represents a foot print geometry. Among these, 
H01 and H02 products represent an elliptical geometry while H03 and H05 have a rectangular 
geometry. On the other hand, the ground observation (rain gauge) network consists of point 
observations. The main problem in the precipitation product cal/val activities occurs in the dimension 
disagreement between the product space (area) and the ground observation space (point). To be able 
to compare both cases, either area to point (product to site) or point to area (site to product) 
procedure has to be defined. However, the first alternative seems easier. The basic assumption in such 
an approach is that the product value is homogenous within the product footprint. Next figure  
presents satellite foot print (FOV) centers of the H01 and H02 products, an elliptical footprint for the 
corresponding center (area within the yellow dots) and Awos ground observation sites. The 
comparison statistic can be performed by considering just the sites in the footprint area. Although this 
approach is reasonable on the average but it is less useful in spatial precipitation variability 
representation. The comparison is not possible when no site is available within the footprint area. 
 

 
Figure 41 H01 and H02 products footprint centers with a sample footprint area as well as the Awos ground 

observation sites 

 
Alternatively, the point to area approach is more appealing for the realistic comparison of the 
precipitation product and the ground observation. This approach is simply based on the determination 
of the reference precipitation field underneath the product footprint area. To do so, the footprint area 
is meshed and precipitation amounts are estimated at each grid point by using the precipitation 
observations at the neighboring Awos sites as shown in next figure. A 3x3 km grid spacing is 



 

Product Validation Report - PVR-02 

(Product H02 ς PR-OBS-2) 

Doc.No: SAF/HSAF/PVR-02/1.1 

Issue/Revision Index: 1.1 

Date: 30/09/2011 

Page: 74/177 
 

 

 

 

considered for the products with elliptical geometry while 2x2 km spacing is considered for the 
products with rectangular geometry. For any grid point, Awos sites within the 45 km for the time 
period of April-September (convective type) and 125km for the rest(stratiform type) are taken into 
consideration. At each grid point, the precipitation amount is estimated by, 
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where Zm is the estimated value and W(ri,m) is the spatially varying weighting function between the i-th 
site and the grid point m. 

 
Figure 42 Meshed structure of the sample H01 and H02 products footprint 

. 
 

Determination of the W(ri,m) weighting function in Equation 1 is crucial. In open literature, various 
approaches are proposed for determining this function. For instance, Thiebaux and Pedder (1987) 
suggested weightings in general as, 
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where R is the radius of influence, ri,m is the distance from point i to point m to the point and  is a 
power parameter that reflects the curvature of the weighting function. Another form of geometrical 
weighting function was proposed by Barnes (1964) as, 
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4  (4.13.3) 

Unfortunately, none of these functions are observation dependent but suggested on the basis of the 
logical and geometrical conceptualizations only. They are based only on the configuration, i.e. 
geometry of the measurement stations and do not take into consideration the natural variability of the 
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meteorological phenomenon concerned. In addition, the weighting functions are always the same 
from site to site and time to time. However, in reality, it is expected that the weights should reflect to 
a certain extent the regional and temporal dependence behavior of the phenomenon concerned.  
 
For the validation activities, the point cumulative semi-ǾŀǊƛƻƎǊŀƳ ǘŜŎƘƴƛǉǳŜ ǇǊƻǇƻǎŜŘ ōȅ  Ŝƴ and 
Habib (1998) is used to determine the spatially varying weighting functions. In this approach, the 
weightings not only vary from site to site, but also from time to time since the observed data is used. 
In this way, the spatial and temporal variability of the parameter is introduced more realistically to the 
validation activity.   

 
Matching approach  
The temporal and spatial matching approaches are applied separately in the validation of the satellite 
products. As for the temporal matching, the product time is taken into account and 5 minute 
window(t-2 to t+3) is considered for estimation of the average rainrate for each site.  
 
For the spatial matching, the mesh grid size of 3kmX3km is constructed for each IFOV area. For each 
grid point, the rainrate is estimated by taking the 5 minute averaged rainrate amounts observed at the 
nearby AWOS sites within the radius distance of 45 km(for convective type) or 125 km(for stratiform 
type) considering the weighting of each site with respect to the grid point(Equation 1). The weighting 
amounts are derived from the spatially varying weighting functions obtained by using the semi-
variogram approach( Ŝƴ ŀƴŘ Iŀōƛō,1998). Finally, the Gaussian filter is applied to the estimations at 
the mesh grid of the IFOV area to get the average rainrate. Then, this amount is compared with the 
satellite precipitation product amount for the validation purposes.  
 
 

4.13 Conclusions 

After these inventories some conclusions can be drawn.  
The rain gauge in PPVG is composed by 3500 instruments across the 6 Countries: Belgium, Bulgaria, 
Germany, Italy, Poland, and Turkey. These data are, as usual, irregularly distributed over  ground and 
are generally deduced by tipping bucket type instruments. Moreover most of the measurements are 
hourly cumulated. So probably the raingauge networks used in this validation activities are surely 
appropriated for the validation of cumulated products (1 hour and higher), while for the validation of 
instantaneous estimates the use of hourly cumulated ground measurements could introduce a large 
error. Moreover the revisiting time (3,4 hours) of H02 makes impossible or not reasonable to validate 
the product for 1-24 hours cumulated interval. The first object of PPVG (Rain Gauge- WG) in the next 
future it will be to quantitatively estimate the errors introduced in the validation procedure comparing 
the instantaneous satellite precipitation estimation with the rain gauge precipitation cumulated on 
different intervals (the Polish and Turkish data will be used for this purpose). 
The rain gauge inventory has also pointed out that different approaches for the estimates matching 
are considered in the PPVG. The second steps in the next future will be to define the rain gauge spatial 
interpolation technique and to develop the related software.  
 
The radar data in the PPVG is composed by 54 C-band radars across the 7 countries: Belgium, 
Germany, Hungary, Italy, Slovakia, Poland, Turkey.  The rain gauge network responsible declared that 
the systems are kept in a relatively good status. The rain gauge inventory pointed out that different 
correction factors are applied. This means that the corresponding rainfall estimates are diverse, and 
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the estimation of their errors cannot be homogenized. The first step in PPVG (Radar ςWG) will be to 
define a quality index on the base of the  study performed by the Slovakian team (Annex 4) and the 
scheme published by J. Szturc et all 2008. The main difficulty consists on the definition of a quality 

index computable for every radar networks of PPVG. The evaluation of this quality index will allow 

to evaluate the rain gauge error in the same way and to select the more reliable radar data in the 

PPVG. 
 
In this chapter the first example of precipitation fields integration has been provided (Section 4.4.3): 
INCA and RADOLAN products. The INCA system, a tool for the precipitation products validation, is   
available in Slovakia and Poland, in both countries being run in pre-operational mode. In Germany 
similar precipitation analysis system called RADOLAN is being run operationally. This tool is already 
used for validation of the H-SAF precipitation products in Germany. The study performed in the PPVG 
(INCA-WG) showed that the accuracy and reliability of the raingauge stations significantly affect final 
precipitation analysis of the INCA or INCA-like systems.  In order to solve this problem an automated 
blacklisting technique is going to be developed at SHMÚ (currently blacklisting is used in manual 
mode). The next step will be to develop the software for up-scaling the INCA precipitation field into 
the satellite product grid. The grids of INCA and RADOLAN have similar horizontal resolution to the 
common radar grid. The up-scaling software will allow to provide case study analysis and statistical 
score evaluation for future considerations on the opportunity to use these precipitation integration 
products in the H-saf validation programme. 
 

5 Validation results: case study analysis 

5.1 Introduction 

As reported in the Chapter 3 the common validation methodology is composed of large statistic (multi-
categorical and continuous), and case study analysis. Both components (large statistic and case study 
analysis) are considered complementary in assessing the accuracy of the implemented algorithms. 
Large statistics helps in identifying existence of pathological behaviour, selected case studies are useful 
in identifying the roots of such behaviour, when present.  

This Chapter collects the case study analysis performed by PPVG on H02 for the year 2010. The 
Chapter is structured by Country / Team, one section each. The analysis has been conducted to 
provide information to the User of the product on the variability of the performances with 
climatological and morphological conditions, as well as with seasonal effects. 

Each section presents the case studies analysed giving the following information: 

 description of the meteorological event; 

 comparison of ground data and satellite products; 

 visualization of ancillary data deduced by nowcasting products or lightning network; 

 discussion of the satellite product performances; 

 indications to satellite product developers; 

 indication on the ground data (if requested) availability into the H-SAF project. 
 
In the future the PPVG will test the possibility to present case study analysis in the test sites, indicated 
by the hydrological validation team, in order to provide a complete product accuracy and hydrological 
validation analysis to the users. 
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5.2 Case study analysis in Belgium (IRM) 

5.2.1 Case study: August 14th -17th, 2010 

Description  
This event has been select because convective precipitation occurred during 14 ς 17 August and 
covering large parts of the study area during 15 and 16 August. A low was moving from Germany to 
The Netherlands (next figure). Warm air from Central Europe was lifted over oceanic cold air over the 
study area. 

 

 
Data used 

Products (H02) from August 14th at 6.00 UTC to August 17th at 18.00 UTC have been considered in this 
study. The total is 32 satellite passages, distributed as follows: 

 
- 4 in the afternoon of August 14th; 
- 4 in the morning of August 15th; 
- 7 in the afternoon of August 15th; 
- 8 in the morning of August 16th; 
- 3 in the afternoon of August 16th; 
- 6 in the morning of August 17th; 
 

The ground data used for validation are the Wideumont radar instantaneous measurements, without 
rain-gauge adjustment. Radar data are available within 5 minutes around the satellite passage. 

 

Comparison 

Here are three examples of H02 files, compared with radar data upscaled to the same grid. The first 
two examples are observing the same scene from different satellites at noon of August 15th, while the 
third one refers to the early morning of August 16th. 

 

Figure 43 Synoptic situation on 15 August 2010 at 6 UTC (zoom in the 
surface map) 



 

Product Validation Report - PVR-02 

(Product H02 ς PR-OBS-2) 

Doc.No: SAF/HSAF/PVR-02/1.1 

Issue/Revision Index: 1.1 

Date: 30/09/2011 

Page: 78/177 
 

 

 

 

 

 

 

 

Figure 44 H02 image of August 15, 2010 at 12.08 (left) compared with upscaled radar at 12.10 
(right). The scale corresponds to thresholds of 0.1, 1., and 10. mm h-1 

Figure 45 H02 image of August 15th, 2010 at 12.09 (left) compared with upscaled radar at 12.10 
(right ς the same radar image as above, but upscaled on a different grid). The scale corresponds 
to thresholds of 0.1, 1., and 10. mm h-1 
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We can see that in the noon case the matching is rather good and the images from two satellites are 
consistent in particular in detecting the precipitation cells in the North of the validation area. There is 
just a slight underestimation. In the morning case it is quite good. 

 
Scores evaluation 

The score evaluation results (Table 21) are quite good if compared to long period statistics, especially 
for what concerns correlation, POD and FAR. A slight underestimation is reported over all the case 
study (consistently with the long period statistics). 

 

Sample 32 
Mean error* -0.43 
Standard deviation* 1.37 
Mean absolute error* 0.98 
Multiplicative bias 0.72 
Correlation coefficient 0.49 
Root mean square error* 1.45 
URD-RMSE 1.56 
POD 0.62 
FAR 0.22 
CSI 0.52 

Table 21 Scores obtained with the comparison with radar data (* in mm h
-1
) 

 

Figure 46 H02 image of August 16th, 2010 at 2.07 (left) compared with upscaled radar at 2.05 
(right). The scale corresponds to thresholds of 0.1, 1., and 10. mm h-1 
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The time evolution of the fraction area with rain, the average rain rate over this area, the Equitable 
Threat Score (ETS), and the root mean square error (RMSE) is reported in the following figure: 

 
 

Conclusions 

From qualitative and statistics comparison, it appears that for this case study (summer storm 
characterized by convective rainfall) the h02 product could reproduce the rainfall patterns with quite 
good confidence, slightly underestimating rainfall amounts.  

 

5.2.2 Case study: August 22th -24th,  2010  

Description  

This event has been chosen because thunderstorms with intense precipitation resulted in local 
flooding in Belgium. The country was at the edge of a large anti-cyclone which was moving away 
towards South-East (next figure). Warm but humid and unstable air was brought from South-West 
whereas a cold front was moving from West.  

 
Data used 

Figure 47 Time evolution of fraction area with rain, average rain rate over this area (threshold 0.25 mm/h), RMSE 
and ETS during the present case study 

Figure 48 Surface map on 22 August 2010 at 06 
UTC (MSLP and synoptic observations) 
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Products (H02) from August 22th at 6.00 UTC to August 24th at 12.00 UTC have been considered in this 
study. The total is 12 satellite passages, distributed as follows: 

 
- 4 in the early afternoon of August 22th; 
- 2 in the early morning of August 23th; 
- 3 in the early afternoon of August 23th; 
- 3 in the early morning of August 24th. 
 

The ground data used for validation are the Wideumont radar instantaneous measurements, without 
rain-gauge adjustment. Radar data are available within 5 minutes around the satellite passage. 

 
Comparison 

Here are three examples of H02 files, compared with radar data upscaled to the same grid. The first is 
in the morning of August 23th, the second around noon, and the third one refers to the early morning 
of August 24th. 

 

 

 
 

 

Figure 49 H02 image of August 23th, 2010 at 2.35 (left) compared with upscaled radar at the same 
time (right). The scale corresponds to thresholds of 0.1, 1., and 10. mm h-1 

Figure 50 H02 image of August 23th, 2010 at 12.23 (left) compared with upscaled radar at 12.25 
(right). The scale corresponds to thresholds of 0.1, 1., and 10. mm h-1 
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We can see that in all the shown cases the satellite is able to detect the presence of rainfall in the area, 
but it tends to underestimate the extension and the amount of it. 

 
Scores evaluation 
The score evaluation results (Table 1) are not as good as the other summer case. They appear more 
aligned to the ones obtained in the long period analysis, with noticeable underestimation. This might 
be connected with the fact that in this case, the fraction of area interested by the rainfall is smaller 
(see Figure 52 and, for comparison, Figure 47). 

 

Sample 12 
Mean error* -0.72 
Standard deviation* 1.66 
Mean absolute error* 1.06 
Multiplicative bias 0.52 
Correlation coefficient 0.41 
Root mean square error* 1.73 
URD-RMSE 0.95 
POD 0.59 
FAR 0.36 
CSI 0.44 

Table 22 Scores obtained with the comparison with radar data (* in mm h
-1
) 

 
The time evolution of the fraction area with rain, the average rain rate over this area, the Equitable 
Threat Score (ETS), and the root mean square error (RMSE) is reported in the following figure. 

Figure 51 H02 image of August 23th, 2010 at 12.23 (left) compared with upscaled radar at 
12.25 (right). The scale corresponds to thresholds of 0.1, 1., and 10. mm h-1 
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Conclusions 
From qualitative and statistics comparison, it appears that for this case study the h02 product could 
reproduce the rainfall patterns, but regularly underestimating rainfall amounts and areas. The results, 
aligned with the ones of long period statistics, are sensibly worse than the ones obtained for the other 
summer case study, occurred just one week before. 

 

5.2.3  Case study: November 12th - 15th, 2010  

Description of the event 

A wide area with low pressure extended from Scandinavia to Great Britain and made a very active 
precipitating perturbation stay over the country during several days (next figure) and result in high  

 

 
Data used 

Products (H02) from November 12th at 0.00 UTC to November 15th at 18.00 UTC have been considered 
in this study. The total is 58 satellite passages, distributed as follows: 

Figure 52 Time evolution of fraction area with rain, average rain rate over this area (threshold 0.25 mm/h), RMSE 
and ETS during the present case study 

Figure 53 Surface map on 13 November 2010 at 06 UTC (MSLP and 
synoptic observations) 
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- 14 in the morning of November 12th; 
- 2 in the early afternoon of November 12th; 
- 9 in the morning of November 13th; 
- 6 in the early afternoon of November 13th; 
- 9 in the morning of November 14th; 
- 6 in the early afternoon of November 14th; 
- 7 in the early morning of November 15th; 
- 5 in the early afternoon of November 15th; 

 
The ground data used for validation are the Wideumont radar instantaneous measurements, without 
rain-gauge adjustment. Radar data are available within t5 minutes around the satellite passage. 

 
Comparison 

Two representative examples of the comparison between H02 and upscaled radar are given. 
 

 

 

 

 

 

 
 

The matching of the precipitation area is very week, and only in one case a cell with rain rate greater 
than 1 mm h-1 is detected. 

Figure 54 H02 image of November 13th, 2010 at 12.53 (left) compared with upscaled radar at 12.55 
(right). The scale corresponds to thresholds of 0.1, 1., and 10. mm h-1 

Figure 55 H02 image of November 15th, 2010 at 1.29 (left) compared with upscaled radar at 1.30 
(right). The scale corresponds to thresholds of 0.1, 1., and 10. mm h-1 
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Scores evaluation 

The statistical scores of the comparison between H02 and upscaled radar data are given on the 
following table. 

 

Sample 58 
Mean error* -0.60 

Standard deviation* 0.49 
Mean absolute error* 0.64 

Multiplicative bias 0.20 
Correlation coefficient 0.13 

Root mean square error* 0.80 
URD-RMSE 0.88 

POD 0.19 
FAR 0.37 
CSI 0.17 

Table 23 Scores obtained with the comparison with radar data (* in mm h
-1
) 

 
These results, unlike the summer case, show performances lower than the ones of the long-period 
analysis, with low probability of detection, high false alarm ratio and large underestimation. It can be 
added that the radar data cumulated over 24h revealed to be underestimated compared with 
interpolated rain-gauge data. This of course only worsens the conclusion about the product. 

The time evolution of the fraction area with rain, the average rain rate over this area, the Equitable 
Threat Score (ETS), and the root mean square error (RMSE) is reported in next figure. 

 
 

Conclusions 

From the visual and statistical comparison with radar data, it appears that the H02 product fails to 
reproduce the rainfall patterns and amount in this winter situation. 

 

Figure 56 Time evolution of fraction area with rain, average rain rate over this area (threshold 0.25 mm/h), 
RMSE and ETS during the present case study 
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5.3 Case study analysis in Germany (BfG) 

5.3.1 Case study: August 7th, 2010 (River Neiße, Oder, Spree and Elbe catchments) 

Description 
At 7th August 2010 there was a baroclinic zone reaching from the Baltic sea across Poland and Czechia 
until Austria, where sub-tropical air was advected from south to north at the eastern flank of the 
associated low pressure. During the 7/8th August 2010 the precipitation reached about 35 mmh-1 (150 
mm in 48 hours) in parts of Germany, especially in Saxony, causing floods in the upper parts of the 
rivers Neiße, Spree and Elbe with catastrophic damages.5  

 
Figure 57 Synopsis for Central Europe for 07th August 2010 (FU Berlin, http://wkserv.met.fu -berlin.de) 

 

 
Figure 58 two-day totals (ending at 9th August, 0 UTC) interpolated on a 1°x1° evaluation grid as derived from 

SYNOP messages  (Global Precipitation Climatology Centre, GPCC operated by DWD) 

 
 

                                                        
5
 Zur Rolle des Starkniederschlages am 7.-9. August 2010 im Dreiländereck Polen, Tschechien, Deutschland bei der 

Entstehung der Hochwasser von Neiße, Spree und Elbe, Bissolli at all, Rapp, Friedrich, Ziese, Weigl, Nitsche, Gabriele 
Malitz, Andreas Becker (Floods in Eastern Central Europe in May 2010, FU Berlin 2010). 
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Figure 59 Hourly precipitation sum [mm] for H02 satellite data (crosses, time stamp 2010-08-07 11:58 UTC, station 

Rome) and for RADOLAN-RW (left, filled raster, 2010-08-07 12:50 UTC) and station data (right, dots, 2010-08-07 
13:00 UTC) 

  
Data used 
H02 data for eastern part of Germany in the given period were available for 2:01 UTC (station Athens), 
2:02 UTC (station Lannion), 11:51 UTC (station Athens), 11:52 UTC (station Lannion) and 11:58 UTC 
(station Rome). Only these data are analysed in this case study. 
 
Comparison 
A first look to the results (Figure 59) shows, that rain rates detected by satellite product are in the 
same area of Germany as those indicated by the ground data. 
 
Statistical score 
 In the following two tables the result of the categorical statistic of the validation with both RADOLAN 
and rain gauge data are listed. The Probability Of Detection (POD) of precipitation >=0.25 mmh-1 gain 
for validation with RADOLAN 0.66, with rain gauge 0.54. The different results are due to the fact that 
RADOLAN data produce more valid pairs of satellite/ground points. A valid pair is given if for a satellite 
observation point (fixed date/time) at least one ground observation point can be found within an 
surrounding area formed by a search ellipse of ~2.5 km x ~2.5 km. Also the False Alarm Rate (FAR) is 
different: for RADOLAN it was 0.49, for rain gauge 0.44 (worse than for whole August 2010). For both 
kinds of ground data there were no valid pairs in the class RR >= 10 mmh-1, so that for this class we 
have no statement on validation. 
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7th August 2010 H02 vs. radar H02 vs. rain gauge 

[mm/h]  RR>=0.25 RR>=1.0 RR>=10 RR>=0.25 RR>=1.0 RR>=10 

Samples 1133 405 1 288 104 0 

POD 0.66 0.37 0.00 0.54 0.35 0.00 

FAR 0.49 0.51 1.00 0.44 0.50 #DIV/0! 

CSI 0.41 0.27 0.00 0.38 0.26 0.00 
Table 24 Results of the categorical statistic of the validation for 7th August 2010 

 
 

August 2010 H02 vs. radar H02 vs. rain gauge 

[mm/h]  RR>=0.25 RR>=1.0 RR>=10 RR>=0.25 RR>=1.0 RR>=10 

Samples 15896 7672 97 3173 1019 4 

POD 0.68 0.65 0.09 0.38 0.27 0.03 

FAR 0.47 0.63 0.98 0.35 0.51 0.75 

CSI 0.43 0.31 0.02 0.32 0.21 0.03 
Table 25 Results of the categorical statistic of the validation for whole August 2010 

 
In comparison with categorical statistic of the whole August 2010 we can see, that in case of the 7th 
August we got worse results for POD in all classes for validation with radar data, for validation with 
gauge data it is the converse. Better results generally were received by validation with radar data. For 
7th August the validation with both kind of ground data provide a POD in the second class (0.37 radar, 
0.35 rain gauge) less than the FAR (0.51 radar, 0.5 rain gauge). The Critical Success Index (CSI) is more 
stable and differs only by 1-3 percent between the different validation methods. A CSI of 0.41 (0.38) 
means that 41% resp. 38 % of the predictions (H02) of precipitation (>= 0.25 mmh-1) of all 
predicted/observed rain events are correct. 
Next two figures. show the contingency table of four classes. In opposite to results of H01 on 
validation only for the first class over 50% of the H02 data are in the same class. In higher classes most 
of H02 data belong to lower classes. That means we have a strong underestimation of all precipitation 
amounts higher than 1 mmh-1. 
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Figure 60 Contingency table statistic of rain rate [mmh h

-1
] for H02 vs. radar data. Left: for 7th August 2010, Right: 

for whole August 2010 
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Figure 61 Contingency table statistic of rain Rate [mm h

-1
] for H02 vs. rain gauge data. Left: for 7th August 2010, 

Right: for whole August 2010 

  
Results of the continuous statistic (next table) show negative mean error (ME) for detection of 
precipitation (RR >= 0.25 mmh-1), which means, that H-SAF product underestimates the fact of 
precipitation generally. Standard deviation (SD) with 0.5 mmh-1 for this class is less than for validation 
of H01. The correlation coefficient (CC) with 0.61/0.49 is better than that for H01 (0.24/0.46). These 
facts are due to less samples for H02. Results for whole August are not so clearly better: ME -0.64/0.19 
for H02 against -0.25/-0.59 for H01, CC 0.35/0.38 for H02 against 0.32/0.38 for H01. 
 

RR[mmh-1] 7th August 2010 August 2010 7th August 2010 August 2010 

  
rain 

gauge radar 
rain 

gauge radar rain gauge radar rain gauge radar 

  0.25 <= RR < 1 RR >= 0.25 

ME -0.29 -0.18 -0.21 0.41 -0.84 -1.55 -0.64 0.19 

SD 0.50 0.81 0.76 1.32 1.44 2.31 1.53 1.90 

MAE 0.47 0.50 0.54 0.75 1.06 1.74 0.97 1.12 

MB 0.46 0.69 0.59 1.86 0.44 0.36 0.44 1.16 
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CC 0.01 0.02 0.09 0.22 0.61 0.49 0.35 0.38 

RMSE 0.58 0.83 0.79 1.38 1.66 2.78 1.66 1.91 

  1 <= RR < 10  RR >= 10 

ME -1.26 -2.07 -1.28 -0.19 -11.22 -9.75 -11.69 -8.08 

SD 1.41 1.92 1.58 2.53 0.00 1.96 2.81 5.17 

MAE 1.52 2.18 1.61 1.75 11.22 9.75 11.69 8.88 

MB 0.45 0.35 0.40 0.92 0.24 0.20 0.17 0.40 

CC 0.52 0.42 0.28 0.22 - -0.04 0.58 0.14 

RMSE 1.89 2.83 2.03 2.53 11.22 9.94 12.02 9.59 
Table 26 Continuous statistic 

 
Conclusions 
The results for H02 were worse than for H01. For rain rates greater than 1 mmh-1 the probability of 
detection is equal/less than the false alarm rate. All the quantitative precipitation amounts were 
underestimated. 
 

5.3.2 Case study: June 3rd , 2010 (River Danube catchment) 

Description 
On the beginning of June 2010 the weather was determined by a low pressure area over eastern part 
of Central Europe. Wet hot air out from Mediterranean Sea was directed around the low-pressure 
ǾƻǊǘŜȄ ά.ŜǊƎǘƘƻǊŀά ŎƻƴǘǊŀŎƭƻŎƪǿƛǎŜ ƻǳǘ ŦǊƻƳ ƴƻǊǘƘ ǘƻ .ŀǾŀǊƛŀ ŀƴŘ ŀǊǊƛǾŜŘ ƻǾŜǊƘŜŀŘ ǘƘŜ ƴŜŀǊ-ground 
cold area. By this air advection on 3rd of June fell long lasting rain in the catchments of the rivers Regen 
and Danube and caused a Danube river flood. Precipitation amounts over 24 hours reached between 
80 mm and 155 mm and6. 

 
Figure 62 Synopsis for Central Europe for 03rd June 2010   (FU Berlin, http://wkserv.met.fu-berlin.de) 

 
 

                                                        
6
 Gewässerkundlicher Monatsbericht Juni 2010, Bayrisches Landesamt für Umwelt  
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Figure 63 12h totals of precipitation(ending (FU at 3rd June 2010, 7 UTC) 

 
   

   

 
Figure 64 Hourly precipitation sum [mm] for H02 satellite data (crosses, time stamp 2010-06-03 01:50 UTC, station 
Athens) and for RADOLAN-RW (left, filled raster, 2010-06-03 01:50 UTC) and station data (right, dots 2010-06-03 

02:00 UTC) 

  
Data used 
H02 data for Bavaria in the given period were available for 1:30 UTC (Rome), 1:49 UTC (Mos), 1:50 UTC 
(Athens), 11:42 UTC (Rome), 13:18 UTC (Rome) and 13:22 UTC (Lannion). Only these data are analysed 
for this case study. 
 
Comparison 
A first look to the results shows, that rain rates detected by satellite product are in the same area of 
Germany as those indicated by the ground data.  












































































































































































